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Co-Supervisors:  Donald R. Paul, Benny D. Freeman 
 
This dissertation discusses the oxidation behavior of reactive membranes that 
were produced by solution casting and by melt extrusion. These films, containing 
styrene-butadiene-styrene (SBS) block copolymer that undergoes catalytic oxidation, are 
of potential use as an oxygen scavenging polymer (OSP) for barrier applications. A thin 
film kinetic model was developed to ascertain reaction parameters that were used to 
describe thick film oxidation behavior. Ultimately complex structures containing these 
scavengers need to be produced via melt-extrusion. Therefore, processing conditions 
were established to ensure that melt-processed films have the same oxidation kinetics and 
capacity as those prepared by solution casting. Blends containing a non-reactive styrene 
phase and an oxygen-scavenging SBS phase were extruded and, by uptake and 
permeation experiments, their oxidation behaviors were monitored. The flux behavior 
and time lag extension as a function of oxygen pressure, film thickness, SBS scavenger 
and photoinitator contents were measured and compared to the theoretical model.  The 
permeation behavior of the reactive blend films containing SBS showed that time lags 
can be extended via an oxidative mechanism and barrier properties be improved 
compared to traditional packaging membrane of native polystyrene. 
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Chapter 1: Introduction 
 
1.1  BARRIER FILMS FOR PACKAGING 
Polymers are favored as barrier materials because they are easily formed into 
typical packaging shapes and are lighter weight than alternatives like glass or metal. 
Often, food items require packaging materials with very low oxygen permeability; 
however, many packaging materials have insufficient barrier properties for food items 
such as those listed in Table 1.1 [1]. Nanoparticles or nanoplatelets have been embedded 
in polymers to introduce tortuosity, which reduces the gas permeation rate [2–5]. In 
addition to these steady state approaches to improve barrier properties [6–12], reactive 
materials can be incorporated into barrier films, such as layered PET-based films [13], to 
adsorb, react, or scavenge penetrant molecules. This study seeks to improve barrier 
properties by incorporating oxygen scavenging polymers (OSP) that form oxidized 
products over time. 
However, oxygen barrier properties alone are often not the only element that 
makes barrier materials sufficient for a given application. Both high oxygen barrier and 
high water vapor barrier characteristics may be required in the packaging of electronic 
display elements. Since the two high barrier properties do not usually occur in the same 
materials, blend films, or systems of multi-layers, or structures of both, must be 
developed with materials of different desired properties. The goal then becomes finding 
the optimal structure to achieve the best barrier performance and, at the same time, 





Table 1.1: Transport properties for conventional packaging materials, and requirement 
for typical foodstuffs: * Less than 20% loss of CO2 is also required **1 year 
shelf life. Package dimensions: 500 cm3, wall thickness 11 mil, Δ𝑃𝑂2= 20 
cm Hg [1] 
Food/beverage Estimated max. 











1 to 5 5.6 – 28 x 10
-7
  EVOH 0.0002 (20ºC) 
Beer, ale, wine 1 to 5* 5.6 – 28 x 10
-7
 PVDC 0.00061 
Canned fruits, 
Nuts 
5 to 15 2.8 – 8.4 x 10
-6
 Nitrile resin 0.0039 
Fruit juice, 
drinks 
10 to 40 5.6 – 22 x 10
-6




50 to 200 2.8 – 11 x 10
-5
 PE 2.86 
 
In the past, a method was developed to include oxygen scavenging polymers, or 
OSPs, in a polymeric film or bottle wall. Specifically, MXD-6 was incorporated as a 
sacrificial polymer between layers of PET, as shown in Figure 1.1 [8]. Using cobalt 
neodecanoate as the oxidation catalyst, MXD-6 reacts with oxygen through a transient 
mechanism that reduces oxygen permeance. Furthermore, with increasing catalyst 
loading, time lags to oxygen permeance are extended and can reach hundreds of days 
with no detection of oxygen transmission. This work shows that incorporating a thin layer 
of active scavenging material with layers of PET can greatly improve barrier properties 





Figure 1.1:  Sandwich structure of PET and 4 wt% MXD-6 formed into one-liter 
cylindrical bottle; Permeance = 0 indicates that no O2 transmission was 
detected [8] 
 
Baer et al. [14] at Case Western Reserve University (CWRU) developed a 
coextrusion process that can produce multi-layered systems (Figure 1.2). Several issues 
sometimes associated with polymeric barrier materials—such as opacity, function 
specificity, low flexibility, and high cost—can be alleviated with layered structures. This 
coextrusion process is the enabling technology for an NSF Science and Technology 
















































Figure 1.2:  The extrusion set-up that can make nanosystems of up to 4,096 layers with 
each layer less than 100 nm thick [14]. 
 
Figure 1.2 shows that the coextrusion process [14] consists of multiple extruders 
equipped with an assembly of n multi-layering blocks. Each die element cuts each 
layered stream in half, and a multiple array of such die elements in series can produce a 
system of 2n+1 layers. In fact, 2-D nanotechnology-polymeric systems of up to 4,096 
layers and layer thicknesses less than 100 nm have been successfully produced at CWRU, 
as illustrated in Figure 1.2. While most of the prior scavenging work was done on blend 
systems [7,9,10,12,15], our ultimate goal is to investigate the oxygen scavenging 
performance of multilayer systems. 
While this result is encouraging and certainly practical, there is a need to 
understand the fundamental oxidation kinetics of these scavenging components. Our 
laboratories wish to contribute a fundamental investigation of oxygen scavenging 
polymers via a series of systematic studies. As a result, recent efforts have been made to 





1.2 OXYGEN SCAVENGING PERFORMANCE OF 1,4 POLYBUTADIENE 
Catalytic oxidation of 1,4 polybutadiene has yielded two profound results. As 
illustrated in Figure 1.3, oxygen is immobilized at the reactive sites, and oxygen uptake 
increases with time until reaching equilibrium in 2-3 weeks [18]. This uptake can be 
several orders of magnitude higher than the intrinsic oxygen solubility of a 1,4 PB film, 
which is about 0.003 wt% at ambient conditions. The solubility of oxygen in 1,4-
polybutadiene is 0.957 x 10-6 cm3(STP)/(cm3 Pa) [20]. Furthermore, reaction behavior 
was found a function of film thickness. 
 
 
Figure 1.3:  The oxidation kinetics of 1,4 polybutadiene monitored by oxygen mass 
uptake over time. The numbers in the Figure are the film thickness in 







































Gas permeability values were found to be 2 to 3 orders of magnitude lower as a 
result of oxidation [18], as shown in Figure 1.4. Simultaneously these two phenomena of 
active scavenging and forming barrier structures function to improve barrier properties: 
As oxygen molecules are immobilized at reactive sites, the resulting oxidized films can 
self-retard oxygen permeance due to intrinsically low gas permeability. Both factors 
reduce oxygen permeance. Their combined effect in this material phenomenally improves 
its barrier properties. 
 
 
Figure 1.4:  The oxidation kinetics of 1,4 polybutadiene monitored by gas permeation 


























1.3 MOTIVATION AND VISION 
The extent of oxygen uptake in barrier experiments like these appears to plateau 
to an asymptotic value over times of the order of weeks or months [18]. The plateau 
value is essentially independent of film thickness when below a certain “critical 
thickness,” but for thicker films the plateau value decreases with increasing thickness 
[21–23]. This complex process involves the physical dissolution of oxygen into the 
polymer, oxygen diffusing through the polymer, and reaction of the polymer with oxygen 
[24,25], with physical parameters being significantly affected by the chemical state of the 
OSP. There is ample evidence that the oxidation process is spatially heterogeneous, 
involving a moving front in thick films [17–19,21–23,26]. The apparent plateau in 
oxygen uptake for thick films does not mark a true end-point in the process but simply a 
greatly reduced rate of uptake limited by a much lower rate of diffusion through the 
oxidized layer; this reduction is attributed to changes in the intrinsic transport 
characteristics of the polymer due to the formation of polar structures during oxidation 
reactions and, of course, the growing thickness of this oxidized region. 
Prior analyses of oxygen uptake by a scavenging polymer [18,27] have not 
adequately reduced the results to fundamental parameters that can subsequently be used 
to model the oxygen flux emerging from a blend or layered film during its functional 
lifetime, i.e., prior to the eventual breakthrough of oxygen when all the OSP has reached 
its scavenging capacity [26,28–31]. Implementation of this technique requires a judicious 
combination of experimental development of formulations, mathematical modeling, and 
determination of model parameters by matching models to experiments [17–19,26,28–






1.4 DISSERTATION OUTLINE  
There are seven chapters in this dissertation, including this introductory chapter. 
Chapter 2 discusses the fundamental theories of gas permeation, diffusion, and sorption 
in polymers, as well as principles of polymer degradation with a modified photo-
oxidation mechanism in the presence of a metal catalyst. Previous theoretical models, 
important modeling parameters, and design equations are also briefly summarized. 
Materials and experimental techniques are presented in Chapter 3. 
Chapter 4 discusses the characterization of oxygen scavenging capacity and 
kinetics of SBS films. A simple thin film kinetic model used to extract reaction 
parameters for future modeling work, as well as a semi-quantitative model describing 
thick film oxidation behavior at long oxidation times, are presented. 
The establishment of adequate processing conditions via uptake experiment to 
ensure that active scavenging would still occur in spite of the demanding temperatures 
required for melt processing appears in Chapter 5.  
Blend film oxidation behavior as characterized by permeation experiments as a 
function of useful parameters such as oxygen partial pressure, film thickness, and 
scavenger and photoinitator loadings are presented in Chapter 6, where measured time 
lags were also compared with the theoretically predicted values. Chapter 7 contains the 
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Chapter 2: Background and Theories 
 
2.1  FUNDAMENTALS OF GAS TRANSPORT IN POLYMER 
Transport of small molecules through dense, non-porous polymeric membranes is 
described by the solution-diffusion model, first suggested by Graham in 1866 [1]. This 
model consists of three steps: 1) upstream penetrant molecules dissolve into the 
membrane, 2) the dissolved molecules diffuse through the polymer, and 3) penetrant 
desorbs from the membrane at its downstream surface. At steady state, the gas flux at any 
point inside the membrane is described by Fick’s first law [2,3] : 
 
          (2.1) 
where  is the molar flux of penetrant molecules  in the polymer,  is the diffusion 
coefficient of the penetrant molecules in the polymer, and  is the local concentration of 
the penetrant in the polymer. At steady state, integrating eq. (2.1) across the membrane 
thickness, 𝑙, yields the following: 
 
      (2.2) 
The steady-state transport rate of penetrant through polymer films is characterized 
by a permeability coefficient, , which is defined as follows [4,5], 
 


































Permeability coefficients are often expressed in barrers, where 1 barrer = 1×10-10 
. The equilibrium gas solubility coefficient is the ratio of the concentration 
of gas dissolved in the polymer divided by the continuous gas pressure. Assuming 
downstream pressure ( ) is much less than upstream pressure ( ),  << , 
permeability can then be rewritten as [3]: 
 
        (2.4) 
where  is the apparent solubility coefficient at the upstream face of the film. Eq. (2.4) 
suggests that  depends on the product of two intrinsic properties.  is a 
thermodynamic term that relates to penetrant condensability and indicates the number of 
penetrant molecules sorbed into the polymeric film.  is a kinetic term that describes 
that penetrant molecules’ mobility during the diffusion process in the polymeric 
membrane. Penetrant molecular size, polymer morphology, and affinity to the polymer 
matrix [3] can all influence diffusion coefficients, while solubility coefficients are 
sensitive to penetrant condensability [3]. 
Transport in systems that consist of multiple polymers, such as blend films and 
layered structures, can also be described. The permeability  of a heterogeneous or 
immiscible blend, as in Figure 2.1, has often been described using the Maxwell model [6]  
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where  is the volume fraction of the dispersed polymer dispersed in blend films, and 
 and  are the gas permeability of the dispersed and continuous phase, respectively. 
The Maxwell model was originally applied to permeation in systems in which the 
dispersed phase consisted of a low volume fraction of spherical particles. Another 
theoretically-based model, developed by Bruggeman, gives higher estimates of 
permeability than the Maxwell model when the low-permeability component is the 
continuous phase [7,8].   
 
 
Figure 2.1:  Polymer blend that consists of polymers A and B 
 
2.2  POLYMER DEGRADATION DUE TO OXIDATION AND PHOTO-OXIDATION 
The exposure of polymers to certain environmental conditions can lead to gradual 
polymer degradation involving chemical processes [9].  Many factors can play a role in 
degradation, including thermal [10–12] and radiative [13–19] processes, amongst others. 
Depending on the extent of degradation, the mechanical strength, elasticity, density, and 
other polymer physical properties and chemical structures can be altered [20]. Photo-










oxidative degradation occurs on the polymer surface in the presence of oxygen and can 
break up the polymer backbone, reducing the polymer's molecular weight. With time, 
oxidation progresses inwards, and the oxidized material typically loses its tensile 
strength, becoming more brittle. Other characteristics typical of photo-oxidation include 
discoloration and loss of surface smoothness. 
 
2.2.1 Photo-oxidation of butadiene-containing polymers in the absence of metal 
catalyst 
There have been multiple reports of photo-oxidation of polymers, especially on 
elastomeric butadiene-containing polymers [14–19]. Historically, there have been studies 
of photo-oxidation of polybutadiene at wavelengths > 300 nm [14]; a dedicated 
mechanistic study on the photo-oxidation of commercial polybutadiene [19]; and a series 
of photo-oxidation studies on elastomeric polybutadiene, 1,2-polybutadiene, and styrene-
butadiene-styrene copolymer [15–17]. These studies have addressed polybutadiene 
oxidation and identified several intermediates in the auto-oxidation chain. Some also 
included valuable kinetic studies related to the formation of O-containing products, such 
as hydroxyl and carbonyl groups. Clearly the phenomenon of photo-oxidation on 
commercial butadiene-containing polymers is of longstanding interest. 
 
2.2.2 Photo-oxidation of butadiene-containing polymers in the presence of metal 
catalyst 
In Beavan’s mechanistic work [19], a plausible mechanism was introduced to 
describe the photo-oxidative process on polybutadiene, which is the primary butadiene in 




step to Beavan’s mechanistic work is necessary to account for diradical formation by 
benzophenone photo-initiation prior to the actual oxidation. UV light is first absorbed by 
the benzophenone, which yields a diradical molecule with two unpaired electrons. The 
benzophenone diradical then abstracts a hydrogen atom on the alpha carbon to the double 
bond and forms a butadiene radical that is considered a reactive site available for 
oxidation. Subsequent oxidation and proton abstraction yield a hydroperoxide 
intermediate that is essential to forming later structures with oxygen-containing 
functional groups. 
The concentration of oxidative sites (butadiene radicals) is a function of 
photoinitator content and the total amount of UV energy [19]. As benzophenone 
photoinitiator (PI) absorbs UV energy, radicals are released, and through oxidation 
hydroperoxides form on the oxidative sites [19]. In other words, the number of sites 
available for oxidation can be increased by greater UV exposure time (the total UV 
energy required to release benzophenone diradicals) and/or by higher PI content (number 
of available benzophenone diradicals) [19]. This part of the oxidation mechanism is 






Figure 2.2:  As benzophenone absorbs UV energy, radicals are released and form 
hydroperoxide through oxidation. Clearly the available amount of oxidative 
sites is a function of PI content and UV exposure [19]. 
 
It is documented that, among the heavy metals, cobalt can undergo hydroperoxide 
decomposition most effectively [21]; thus it was chosen as the catalytic agent to form 
oxidation products from the hydroperoxide intermediate. Cobalt decomposes 
hydroperoxide and produces carbon-oxygen radicals that can either rearrange to form 
carbonyls and release hydrogen radicals that form water, or abstract hydrogen to form 
alcohols. Catalytically decomposed hydroperoxides oxidize to form structures with 
oxygen-containing functional groups. Clearly, the rate of oxidation is governed largely by 
the catalyst concentration. In other words, the oxidation rate increases with increasing 
































Figure 2.3:  Catalyst-decomposed hydroperoxides oxidize to form structures with O-
containing functional groups. As a result, rate of oxidation is directly 
correlated with catalyst loading [19]. 
 
2.2.3 Secondary reactions 
Beavan’s work also proposed a few secondary reactions [19], shown in Figure 
2.4. In addition to the primary oxidation products A1 and B1, Beavan proposed other 
secondary reactions that would form A2, B2, and B3 via β-scission of the alkoxy radical 
[19]. The message here is that oxidation is a complex process involving multiple 
chemical steps. This adapted mechanism attempts to define the roles of additives, and the 
effect of which on reaction parameters such as the effective reaction rate constant 𝑘𝑅 and 





































Figure 2.4:  A variety of oxidation products can form due to secondary reactions. 
Carbon-oxygen radicals can proceed to form products that may potentially 
change the values of ?̂?, the stoichiometric oxidation coefficient [19]. 
 
2.2.4 Summary 
In summary, the photoinitiator (PI) content and length of UV exposure directly 
influence the number of sites initially activated for oxidation. More sites will become 










































UV exposure (higher total UV energy). The number of sites available for oxidation 
influences the degree of primary and secondary reactions. On the other hand, oxidation 
rate may be a function of catalyst loading. In other words, a scavenger film loaded with 
more cobalt catalyst may undergo faster oxidation. As a result, the rate of oxidation is 
directly related to the value of the effective reaction rate constant 𝑘𝑅. 
 
2.3 METAL-CATALYZED OXIDATION 
A specific type of metal-catalyzed oxidation uses the transition metal and its 
ability to switch between several oxidation states and to accommodate various 
coordination numbers to facilitate reaction of organic substrates [21]. The catalytic 
oxidation of polymer, similar to any other ionic or radical reaction, consists of the steps 
of initiation, propagation, and termination [22]. Typically an initiator is necessary to start 
the reaction. Some common initiators include, but are not limited to, α,α-
azobisisobutyronitrile and benzophenone. In oxidation, an alkyl hydroperoxide (ROOH, 
where R represents the polymer structure) is commonly formed as an intermediate 
through oxidation. The hydroperoxide intermediate typically can be decomposed by the 
transition metal catalyst [21]. This is considered the most common pathway for catalysis 
in metal-catalyzed polymer autoxidation [21]. 
In metal-catalyzed oxidation, the presence of transition metal ions helps with two 
things: 1) production of free radicals that initiate oxidation, and 2) decomposition of 
intermediate hydroperoxide that proceeds the propagation steps. Clearly, the rate of 
oxidation is related to metal catalyst concentration until the catalyst reaches a certain 
concentration, above which addition of metal catalyst no longer impacts the reaction rate. 





2.3.1 Metal-catalyzed oxidation of polybutadiene in oxygen scavenging packaging 
application 
Recently there was a series of experimental studies on the metal-catalyzed 
oxidation of butadiene-containing polymer, specifically 1,4 polybutadiene [24]. Li 
reported the scavenging and barrier properties of 1,4 polybutadiene.  Li found that, when 
a metal catalyst was added to films of 1,4 polybutadiene, 1,4 polybutadiene underwent 
accelerated oxidation [14–16,19,25,26]. In addition, Li reported that 1,4 polybutadiene 
oxidation behavior was correlated with catalyst loading, film thickness, oxygen partial 
pressure, and temperature [27,28]. In oxygen uptake experiments that studied the effect 
of catalyst loading at constant temperature (30 °C) and pressure (ambient condition), 
reactive films of 1,4 polybutadiene  at ~ 100 µm can sorb approximately 15 wt% oxygen 
over a week [29]. 
Analytical techniques such as FTIR and XPS analysis confirm the existence of 
oxidation at film surfaces, whereas the film interiors remained less oxidized. Moreover, 
oxygen uptake exhibited a maximum with catalyst loading [29]. As a result, it was 
reported that oxygen scavenging in butadiene containing polymer proceeds as a type of a 
heterogeneous oxidation that is a function of catalyst loading [29].  
Effect of film thickness on oxidation behavior was also studied in 1,4 
polybutadiene films containing 200 ppm of cobalt catalyst [30]. Thick films of different 
thicknesses (thickness varied from 66 µm to 344 µm) were oxidized in air, and they 
showed an increasing oxygen uptake with decreasing film thicknesses when normalized 
by polymer mass, while the area-normalized oxygen uptake remained independent of 
thickness. Thus there was an oxidizing front progressing from film surfaces towards the 




On the other hand, films that are thinner than 6 µm appear to oxidize 
homogeneously, as indicated by their oxygen uptake per unit mass being essentially 
independent of thickness [30]. The oxidation in thin films appeared to have a faster 
reaction rate than that in thicker films as thin films typically exhibit higher oxygen uptake 
value at ~ 30 wt % (thin film experiment typically reached a constant uptake value in 1 – 
2 days). 
Clearly, there is an outside oxidized layer that forms at film surfaces. Li used two 
separate techniques to estimate the thickness of these layers when left oxidized for a long 
times [30]. Recognizing that oxygen uptake is a function of thickness, Li plotted the 
uptake data against inverse thicknesses and found the critical oxidized layer thickness by 
using a simple model of surface oxidation [30]. Scanning electron microscopy (SEM) 
was used to examine the cross sections of oxidized 1,4 polybutadiene; SEM images 
showed a scalloped, layered structure, which implied that heterogeneous oxidation 
occurred in thicker films [30]. 
Li’s work suggested that the rate of oxidation was related to two parameters: (1) 
the number of reactive sites in 1,4 polybutadiene, and (2) the tortuosity in the diffusional 
pathway of the oxygen molecules to penetrate the highly oxidized region and reach 
unoxidized regions in 1,4 polybutadiene film center. These factors naturally contribute to 
the oxidation process, which exhibited a period of acceleration and then slowed down.  
To test these hypotheses, both nitrogen and oxygen permeability were measured and 
found to be 2 orders of magnitude lower than in unoxidized samples [30]. 
Consequently, a two-phase model was developed to use the measured 
permeability data for estimating the gas permeability of 1,4 polybutadiene thick film as a 




and an unoxidized interior with a thickness corresponding to the critical thickness 
mentioned above.  The estimated permeability coefficients in thick films agreed well with 
the experimental data, supporting the physical validity of the two-phase model [30]. 
Consequently, this thin film oxidation experiment made two valuable contributions: 1) 
thin layers of polybutadiene might offer more efficient use of the polymer, and 2) 
permeability coefficients from thin film oxidation may be used for modeling simulation 
in oxygen scavenging packaging applications. 
In addition to investigating catalyst loading and film thickness effects on 
oxidation behavior, Li also reported interesting findings on uptake at various 
temperatures [24]. When oxidized between -20 and 45 ºC, polybutadiene exhibited 
different oxidation kinetics and final oxygen uptake values.  Specifically, a sample 
oxidized at 45 ºC has a similar oxygen uptake but a faster rate of oxidation than the 30 
ºC-oxidized sample.  On the other hand, the sample oxidized at 5 ºC appears to oxidize 
much more slowly, but also more homogenously, than at higher temperatures. The lower 
temperature sample had higher oxygen uptake as well. In Li’s oxygen partial pressure 
studies, oxygen uptake was  higher and the rate of oxidation faster in experiments with 
higher oxygen partial pressure [24].   
 
2.4 MODELING OF METAL-CATALYZED OXYGEN SCAVENGING POLYMERS 
The large array of experimental variable combinations in oxygen barrier behavior 
makes modeling and simulation reasonable ways to proceed, especially since the 
significant time lag of transient permeation limits the number of experiments that can be 
performed within the reasonable scope of this project. Using analogous models, we hope 




modeling work is being done in collaboration with Dr. Susana Carranza and Prof. Roger 
Bonnecaze at the University of Texas at Austin. 
 
2.4.1 Modeling of oxygen scavenging polymers and composites 
Modeling studies of reactive barrier materials are based on our ongoing work with 
reactive homogeneous films [31] and polymer blends [32,33] of butadiene-containing 
block copolymers. In Carranza’s work, oxidation was assumed to be dependent on both 
the concentrations of the mobile species and of the immobilized reactive sites [34]. 
Carranza and coworkers developed a set of non-linear partial differential equations, 
which were solved numerically to reveal three distinct regimes: early, intermediate and 
long times [34].  
A shrinking core model, shown in Figure 2.5, simulates oxygen fluxes exiting the 
downstream surface of the reactive blend film, in which reactive particles are dispersed in 
a permeable but nonreactive matrix polymer. This model assumes the oxidation rate to be 
much faster than the diffusion process in the shell: that is, oxidation occurs 
instantaneously when oxygen reaches the surface. As a result, scavenging material is 
consumed, the radius of the reactive polymer core decreases with time, and the shell of 






Figure 2.5:  Shrinking core model for diffusion and reaction mechanisms within an 
oxygen scavenging particle within a blend film [32]. 𝐶𝑝(𝑅) and 𝐶𝑝(𝑎) is the 
oxygen concentration at outer radius 𝑅 and at the radius of oxidizing core 𝑎, 
respectively. 
 
One practical parameter that can be improved when in reactive membranes with 
better barrier properties is the time lag, 𝜃, which is the amount of time it takes to exhaust 
reactive sites at long times. However, solutions and asymptotic analysis of Carranza’s 
simulation model revealed that early and intermediate time behaviors are as important as 
those at long times. Moreover, equations that predict the barrier performance for all three 
time regimes were analytically developed, reducing the challenge of solving for coupled 
non-linear differential equations. 
For barrier applications, it is important to know the values of time lags of typical 
packaging materials, such as polystyrene (PS) and polyethylene teraphthlate (PET): For a 
200 μm film, 𝜃0,𝑃𝐸𝑇 ~ 3.3 ℎ𝑟 and 𝜃0,𝑃𝑆 ~ 0.14 ℎ𝑟. Clearly the time lag when PET is used 
as the matrix polymer incorporated with reactive particles can be very long. The oxygen 
diffusion coefficient is 5.6 × 10−9 and 1.4 × 10−7 𝑐𝑚2/𝑠𝑒𝑐 for PET [35] and PS [36], 





Using the reactive barrier film as the primary model, another model was 
developed for polymer blends containing reactive particles, and the three regimes 
observed for homogeneous films held true for blends. This multiscale model, illustrated 
in Figure 2.6, uses average effective properties to model transport throughout the entire 
film and expands the methodology developed for homogeneous films. Analytical design 
equations were again developed for each regime and are, as expected, very similar to 
those for homogeneous films. There are a few significant differences between reactive 
barrier membranes and reactive blends, such as the volume fraction of the polymer blend 
and various reaction rate constants that describe oxidation rates in different structures. As 
a result, the dimensionless parameter groups used in the analysis and equations are 






Figure 2.6:  Spherical reactive particles are evenly and continuously dispersed within 
matrix polymer. Shrinking cores assumed reaction is fast compared to 
diffusion, and as the radius of the unreactive core decreases with time, 
oxygen concentration decreases in the film [32]. 𝐶𝑚(0) and 𝐶𝑚(𝐿) is the 
oxygen concentration in the matrix polymer at position 𝑥 = 0 and 𝐿, 
respectively. 𝑃𝑂2(0) and 𝑃𝑂2(𝐿) is the oxygen partial pressure at the 
upstream and downstream side of the matrix membrane, respectively. 
𝐶𝑚(𝑥, 𝑡) describes the oxygen concentration at any time at any position, and (𝐹𝑙𝑢𝑥)𝑡 describes the quantity of oxygen penetrant exiting the downstream 
face in the matrix polymer. 
 
A leakage permeation, i.e., the flux from the downstream film surface that occurs 
before steady state is achieved, is predicted by the current modeling work [32,33]. Figure 
2.7a shows the effect of the reaction rate constant on the downstream accumulation of 
oxygen, 𝑄𝑡, versus time. The cumulative oxygen value approaches an asymptote that 
extrapolates to 𝜃 on the time axis, except in the case where no scavenging occurs, i.e., k = 




Such logarithmic-scaled plots show two points of rapid increase in oxygen flux: at 
times of the order of 𝜃0, and at times of the order of 𝜃, with a plateau region in between. 
The cumulative flux is lower with higher reaction rate parameters; i.e., as the scavenging 
reactions becomes faster (larger reaction rate constant) more oxygen is scavenged, so less 
oxygen can diffuse through the downstream film surface, resulting in lower leakage 
plateau flux. 
Carranza also did initial modeling [34] to describe the transient mass uptake in a 
diffusion-limited reactive film by oxygen uptake experiments. Guided by experimental 
evidence that the diffusion coefficient is reduced as the polymer oxidizes, the model 
incorporates an effective diffusivity that is a function of the number of reactive sites [34]. 
Similarly, three regimes were observed and analytical design equations were developed 
to estimate oxygen uptake at early and long times, in excellent agreement with the 







Figure 2.7:   (a) Predicted transient permeation behavior for a blend film; (b) leakage flux 
charted using a log scale [32]. 𝑄𝑡/(𝐹𝑙𝑢𝑥)𝑠𝑠𝜃0 is the dimensionless quantity 
of the cumulative amount of permeate 𝑄𝑡 normalized by the steady state 
flux, (𝐹𝑙𝑢𝑥)𝑠𝑠 and the time lag without scavenging 𝜃0. (𝐹𝑙𝑢𝑥)𝑡/(𝐹𝑙𝑢𝑥)𝑠𝑠 is 
the dimensionless quantity of the flux at any time, (𝐹𝑙𝑢𝑥)𝑡, normalized by 


















































2.4.2 Nomenclature and modeling parameters 
This section summarizes parameters developed in the simulation work and their 
nomenclature in Table 2.1: 
 
Table 2.1: Useful parameters and their nomenclature developed in modeling work 
Parameter Definition Example value/ expression Unit Ref 
𝑨𝟎 
Initial reactive polymer 
particle surface area 4𝜋𝑅2 𝑐𝑚2 [32] 
𝜷 
reactive polymer capacity 








𝜷𝟏𝟎𝟎 𝛽 at 100 ppm Co
2+ loading 7.9 × 10−3 “ [33] 
𝜷𝟐𝟎𝟎 200 ppm 7.8 × 10−3 “ [33] 
𝜷𝟒𝟎𝟎 400 ppm 7.3 × 10−3 “ [33] 
𝜷𝟖𝟎𝟎 800 ppm 6.5 × 10−3 “ [33] 
𝑪𝝁,𝟎 𝑂2 concentration at membrane upstream 𝑆𝑚 ∙ 𝑃𝑂2,0 𝑚𝑜𝑙𝑐𝑚3 [32] 
𝑫𝝁 
𝑂2 diffusivity of matrix 
polymer (Polystyrene) 𝑃𝑚/𝑆𝑚 𝑐𝑚2𝑠𝑒𝑐  [32] 
𝑫𝒑 
𝑂2 diffusivity of fully 
oxidized reactive polymer 3 × 10−8 𝑐𝑚2𝑠𝑒𝑐  [32] 
𝑭𝒍𝒖𝒙𝒑𝒍𝒂𝒕 Plateau leakage flux 2𝐽𝑆𝑆Φ𝑏𝑒−Φ𝑏 𝑚𝑜𝑙𝑐𝑚2 ∙ 𝑠𝑒𝑐 [33] 
𝑯 Partition coefficient 𝑆𝑚/𝑆𝑝 𝑁𝐷 [32] 







𝒌 = 𝒌𝑹 Reaction rate constant of reactive polymer particle  𝑐𝑚3𝑚𝑜𝑙𝑃𝐵 ∙ 𝑠𝑒𝑐 [32] [33] 
𝒌𝑹,𝟏𝟎𝟎 𝑘𝑅 at 100 ppm Co2+ loading 7.9 “ [36] 
𝒌𝑹,𝟐𝟎𝟎 200 ppm 17.1 “ [36] 
𝒌𝑹,𝟒𝟎𝟎 400 ppm 25.3 “ [36] 
𝒌𝑹,𝟖𝟎𝟎 800 ppm 48.3 “ [36] 
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Table 2.1: Continued 
𝒌𝒑 
Effective surface reaction 








𝑳 Reactive blend film thickness 70 𝜇𝑚 [32] 
𝝁 Scavenger morphology 3: spherical 2: cylindrical N/A [33] 
𝒏𝟎 
Initial butadiene 





𝑂2 permeability of fully 
oxidized reactive polymer 1.8 × 10−15 𝑚𝑜𝑙 ∙ 𝑐𝑚𝑐𝑚2 ∙ 𝑠 ∙ 𝑐𝑚 𝐻𝑔 [36] 
𝑷𝝁 
𝑂2 permeability of matrix 
polymer (Polystyrene) 
1.4 × 10−14 
 
𝑚𝑜𝑙 ∙ 𝑐𝑚
𝑐𝑚2 ∙ 𝑠 ∙ 𝑐𝑚 𝐻𝑔 [36] 
𝑷𝑶𝟐,𝟎 𝑂2 pressure at upstream 3 𝑎𝑡𝑚 [32] 
  228 𝑐𝑚 𝐻𝑔 [32] 
𝑹 reactive polymer radius 1 𝜇𝑚 [32] 
𝑺𝝁 
𝑂2 solubility of matrix 
polymer (Polystyrene) 1.0 × 10−7 𝑚𝑜𝑙𝑐𝑚3 ∙ 𝑐𝑚 𝐻𝑔 [32] 
𝒕𝒐𝒏𝒔𝒆𝒕 Onset of the initial plateau 
𝑅2𝑆𝑚6𝜙𝑃𝑝Φ𝑝 × [Φ𝑏 coth(Φ𝑏) − 1] 𝑠𝑒𝑐 [33] 
𝒕𝒔𝒇 
Steady front time (as 
leakage ends) 
𝑅2𝑛06?̂?𝑃𝑂2𝑃𝑝Φ𝑝 𝑠𝑒𝑐 [33] 
𝑽𝟎 
Initial reactive polymer 
particle volume 4𝜋𝑅3/3 𝑐𝑚3 [33] 




𝝂�𝟏𝟎𝟎 ?̂? at 100 ppm Co
2+ loading 1.54 “ [36] 
𝝂�𝟐𝟎𝟎 200 ppm 1.56 “ [36] 
𝝂�𝟒𝟎𝟎 400 ppm 1.67 “ [36] 
𝝂�𝟖𝟎𝟎 800 ppm 1.88 “ [36] 
𝚽𝒑 
Thiele modulus of reactive 
polymer particle �𝑅
2𝑘𝑅𝑛0/𝐷𝑝�1/2 𝑁𝐷 [33] 
𝚽𝒃 










1/2 𝑁𝐷 [33] 
τ Characteristic time 
𝑅/3𝑘𝑝: spherical 
𝑅/2𝑘𝑝: cylindrical 𝑠𝑒𝑐 [33] 
𝝓 Scavenger vol. fraction 0.2 𝑁𝐷 [32] 
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2.4.3 Equations used to define permeation behaviors in blend films 
Practically speaking, there are four parameters that define the characteristics of a 
leakage flux through reactive blend films: leaking amount, start (onset) time, end (steady 
front) time, and time lag due to scavenging [33]. This section summarizes a few useful 
equations developed in the simulation on reactive blend film. 
Oxygen molecules are immobilized at the reactive sites in blend films. Ideally 
they will all be scavenged, but it has been predicted that oxygen could permeate and 
avoid being captured, resulting in a “leakage” flux, as illustrated in Figure 2.6. 
 
 
Figure 2.6:  Leakage flux occurs when penetrant avoids being immobilized at reactive 
sites [32,33]. 
 
Leakage plateau flux, 𝐹𝑙𝑢𝑥𝑝𝑙𝑎𝑡, is expressed as follows [33]: 
 
𝐹𝑙𝑢𝑥𝑝𝑙𝑎𝑡 = Φ𝑏𝐽𝑠𝑠sinh(Φ𝑏) , 𝑜𝑟 2𝐽𝑆𝑆Φ𝑏𝑒−Φ𝑏 , 𝑖𝑛 𝑡ℎ𝑒 𝑙𝑖𝑚𝑖𝑡 𝑜𝑓 Φ𝑏 ≫ 1   (2.7) 
 
where Φ𝑏 is the Thiele Modulus of the polymer blend film and 𝐽𝑆𝑆 = 𝐷𝑚𝐶𝑚(0)/𝐿  is the 






 The onset of the initial plateau, 𝑡𝑜𝑛𝑠𝑒𝑡 is defined as follows [33]: 
 
𝑡𝑜𝑛𝑠𝑒𝑡 = 𝜏 Φ𝑏 coth(Φ𝑏)−12𝜙/𝐻         (2.8) 
 
where 𝜙 is the reactive polymer volume fraction in the blend film, 𝐻 = 𝑆𝑚/𝑆𝑝 is a 
partition coefficient relating the O2 solubility of the polymer matrix, 𝑆𝑚, to the O2 
solubility of the oxidized polymer 𝑆𝑝, and 𝜏 = 𝑉0𝐴0𝑘𝑝 is the characteristic time of polymer 




,  and for a 
cylindrical reactive polymer  𝑅
2
). 
The steady front time, 𝑡𝑠𝑓, is the time when the leakage flux ends and transitions 
to a fast rise in the downstream flux, and can be expressed as  
 
𝑡𝑠𝑓 = 𝜏 𝐻2𝜈𝜙          (2.9) 
 
where 𝜈 = 𝜈�𝐶𝑚(0)
𝜙𝑛0
 is the ratio between dissolved oxygen concentration and reactive 
polymer capacity. 𝐶𝑚,0 = 𝑆𝑚 ∙ 𝑃𝑂2 is the O2 concentration at the upstream face in the 
membrane, 𝑛0 describes the polymer reactive capacity, and ?̂? is the stoichiometric 
oxidation coefficient. 
The time lag due to scavenging, 𝜃, is dependent on the oxygen solubility in the 




= 1 + 3𝜙𝛽
𝐶𝑚(0) = 1 + 3𝜙𝑛0𝜈�𝑆𝑚(0)𝑃𝑂2       (2.10) 
 
where 𝛽 is the reactive polymer oxidation capacity [32]. 
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Clearly, increasing 𝐶𝑚(0)/𝛽 accelerates the rate of change of the shrinking core 
radius, resulting in an increase in 𝜃/𝜃0. Increasing 𝜙 accelerates the rate of oxygen 
concentration within the matrix, resulting in an increase of 𝜃/𝜃0. The time lag extension 
is independent of the reaction rate constant 𝑘𝑅 and the scavenging reaction kinetics. 
In addition to the equations above, a couple of useful analytical equations were 
developed to express the total oxygen permeation through the membrane, as well as the 
transient flux at intermediate times after plateau flux.  The total oxygen permeate through 
the membrane, 𝑄𝑡, is obtained by integration of the downstream flux and can be 
expressed as [33]: 
 
𝑄𝑡 = 2𝐽𝑠𝑠𝑡𝑆𝐹Φ𝑏exp(Φ𝑏) (1 + 𝜈(1 −Φ𝑏) + 𝑏(exp �� 𝑡𝑡𝑆𝐹� − 𝑒))    (2.11) 
 
The intermediate flux is algebraically expressed as the following [33]: 
 
𝐼𝑛𝑡𝑒𝑟𝑚𝑒𝑑𝑖𝑎𝑡𝑒 𝐹𝑙𝑢𝑥 = 𝑏𝐽𝑠𝑠 𝐿/𝑥𝐹exp (Φ𝑏(1−𝑥𝐹/𝐿))      (2.12) 
 
2.5 SUMMARY 
Although reactive barrier materials in complex structures have been used in 
industry, the fundamental issues associated with incorporating a scavenging polymer with 
a metal catalyst are not well understood; reports on the effect of cobalt catalyst loading 
include only a limited number of catalyst concentrations and a fixed number of layers. 
There have been several kinetic and mechanistic studies of oxidation in the presence of 
metal catalyst and photo-oxidation. However, no attempts have been made to understand 
the scavenging kinetics on photo-initiated and/or metal-catalyzed oxidation. Furthermore, 
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there is no available methodology for predicting performance of any given formulation 
for optimization [37]. A mathematical scavenging model that can simulate an array of 
experimental variables within a short amount of time would thus be very useful [38–43]. 
Part of the proposed research effort involves developing such models to understand these 
issues as well as to predict performance using preliminary data. The model can be some 
combination of: (1) simulating oxygen consumption by reaction using reactive polymers 
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Chapter 3: Materials and Experimental Methods 
 
3.1  MATERIALS 
3.1.1 Butadiene-containing SBS block copolymer 
Styrene-butadiene-styrene (SBS) block copolymers are more convenient oxygen 
scavenging polymers than are the polybutadiene used in previous studies [1–3], owing to 
their ease of handling and processing and their potential compatibility (i.e., interfacial 
tension and adhesion) with the selected structural polymer. The SBS used here is a 
commercial product of Kraton Polymers, Inc. (Houston, Texas), D1102, containing 28 
wt. % styrene and 72 wt. % butadiene, of which 92 wt. % is 1,4-polybutadiene, with an 
overall Mn = 100,000. 
Polystyrene (PS) is a glassy polymer at room temperature and can be melt-
processed when heated above its Tg (~ 100 °C) to blend with SBS in various 
compositions. The polystyrene phase in SBS improves rheological compatibility with 
polystyrene. The PS used here is a commercial, general purpose, easy flow resin from 
The Dow Chemical Company (Midland, Michigan), Styron 615. The structures of 
polybutadiene, polystyrene, and SBS block copolymer and their physical properties are 












Figure 3.1:  Chemical structures of scavenging system and catalyst. (a) 1,2PB, 1,4PB, 
polystyrene and (b) butadiene-containing SBS block copolymer [4,5]. 
 
3.1.2 Cobalt metal catalyst 
The oxidation catalyst [1,6] was purchased from Shepherd Chemical Company 
(Cincinnati, OH) in the form of blue solid pastilles containing 20.5 wt % cobalt 
neodecanoate (the balance being excipient fillers). The cobalt catalyst was diluted with 
cyclohexane 100 times (by volume) in a volumetric flask. Cyclohexane (99.9%) was 
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diameter) were purchased from Addison Engineering Inc. (San Jose, CA). The chemical 
structure of the cobalt catalyst is shown in Figure 3.2. 
 
 
Figure 3.2:  The chemical structure of cobalt neodecanoate 
 
Table 3.1:  Physical properties of SBS D1102, PS Styron 615, and 1,4-polybutadiene  




Sample/gas    N2 O2  
SBS D1102 
[5] 
72% PB; 92% 
1,4-PB 
-92, 100 100,000 22 56 0.94 
1,4 PB [1] 36% cis, 55% 
trans,  9% vinyl 
-92 230.000 10.3 24.3 0.89 
PS - 100 - 0.50 3.1 1.06 
 
3.1.3 Photoinitiator and photo-initiation process 
Benzophenone (>99%) is typically used as a photoinitator to produce radicals that 
trigger oxidation given the proper source of UV energy [7–14]. The photoinitiator, shown 
in Figure 3.3, was purchased from Sigma-Aldrich and used as received. The Longwave 
Ultraviolet Mercury Spot Lamp (Upland, CA) provides a distance-dependent UV power  




















irradiation can be calculated easily by taking the ratio of UV power generated by the 
mercury lamp and the UV energy needed to trigger oxidation. A standard amount of UV, 
i.e., 12  (~12 minutes of exposure), will trigger oxidation with virtually no 
induction period in the reactive polymer system that we show in Table 3.2. The photo-
initiation set-up is shown in Figure 3.4. 
 
 
Figure 3.3:  Benzophenone diradicals can be released with appropriate UV radiation 
 
Table 3.2:  Adding both cobalt catalyst and photoinitiator virtually eliminates any 
induction period prior to oxidation. 
Benzophenone, wt% Cobalt Catalyst, ppm Induction Period 
1 0 35 days 
0 200 42 days 
1 200 2 hours 
 
In scavenger characterization, the gas of direct interest is oxygen, the permeation 
of which is, ideally, minimized in conventional packaging design. Nitrogen is an inert gas 
molecule similar in size to oxygen that can be used to determine and confirm changes in 
gas transport properties in samples without furthering oxidation. Nitrogen and oxygen 
gases were purchased from Matheson Tri-Gas, Inc. (Basking Ridge, NJ) and had a purity 











Figure 3.4:  Schematic diagram of photo-initiation set-up process. 
 
3.2  MEMBRANE CASTING AND CHARACTERIZATION  
3.2.1 Solution Casting 
Reactive films were made by both solution casting and spin coating techniques 
[3]. A normalized film making process was developed to keep all experimental data 
comparable. In solution casting, the polymer was dissolved in cyclohexane to make a 2 
wt. % solution in an amber glass bottle. Predetermined amounts of cobalt neodecanoate 
solution and benzophenone were added to the stirred solution. After the additives were 
fully dissolved, the homogeneous solution was poured into a glass ring (5.1 cm in 
diameter) resting on a glass plate. The nascent film on the glass plate was held under 
nitrogen in a glove box covered with aluminum foil to allow the cyclohexane to slowly 
evaporate, as shown in Figure 3.5. The resulting films were stored in a vacuum oven at 
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room temperature for an additional 6 hours to fully remove the solvent. In this study, 
solution casting was used to form films with thicknesses ranging from 50 to 250 𝜇𝑚. 
 
 
Figure 3.5:  Solution casting experimental set-up. 
 
3.2.2 Spin Coating 
In spin coating, SBS solutions were filtered through a 5.0 and 0.2 µm Whatman® 
PURADISCTM Teflon syringe filter before use. From the filtered SBS solution, thin 
films were spin coated onto a clean, polished, native-oxide silicon (100) wafer using a 
Laurel WS-400B-8NPP/LITE model spin coater (North Wales, PA) at 1000 rpm for 60 
seconds. If a thicker film was needed, one or two extra layers of polymer solution were 
coated onto the first polymer layer. In this study, spin coating was used to form films 
with thicknesses ranging from 1 to 15 𝜇𝑚. For oxygen mass uptake experiments, these 
films were left on the silicon wafers to oxidize. Since silicon wafers are impermeable to 
gases, the SBS films were oxidized from only one surface. 
To prepare film samples for permeation experiments, 3 cm x 3 cm pieces of the 
thin films were cut with a razor blade and then detached from the wafer surface by 
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immersing the wafer-film composite in deionized water. A thin wire frame described 
earlier [1,15,16],  shown in Figure 3.6, was used to transfer the films into a vacuum oven, 







Figure 3.6:  Spin coating [1,15,16] experimental set-up (a) spin coater and (b) 




3.2.3.1 Identifying melt-processing conditions 
The conditions at which the current blend system, polystyrene and SBS block 
copolymer could be successfully melt-processed were first identified. The Kraton D1102 
material safety data sheet (MSDS) recommends maintaining a fire watch if the material 
reaches 225 °C (437 °F) during processing. Figure 3.7 shows that polystyrene and D1102 
have similar melt viscosities at 180 – 190 °C, as determined by a melt flow indexer. 
 
 
Figure 3.7:  Melt flow index of Kraton D1102 and Dow Styron 615 PS materials for low 
temperature melt extrusion. 
 
A series of temperature and residence time experiments was performed to discern 
SBS D1102 degradation via discoloration. SBS was melt-processed in a N2-purged DSM 
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at different temperatures and residence times. The extrudates at temperatures greater than 
190 °C and long residence time clearly show discoloration due to thermal degradation, 
but there is minimal degradation/no color change in samples processed at temperatures 
lower than 180 °C, as shown in Figure 3.8. The proper processing temperature for D1102 
and PS is 180 °C, and the twin screw extruder must be fully purged during blending.  
 
 
Figure 3.8:  Identifying proper processing temperature and residence time for D1102. 
The extrudate processed at higher temperature, as well as those with higher 
residence time, show discoloration due to thermal degradation. 
 
3.2.3.2 Extruding blend films 
DSM Microcompounder (Xplore®, The Netherlands) is a desk-top twin screw 
extruder that was used to melt-process blends. We first determined the mass of each 
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blending component. These extrudates, each of which had a different weight composition 
of polystyrene and SBS, were allowed to blend for 10 minutes in a N2-purged DSM at a 
processing temperature of 180 °C. Melt-processed blend films were then made using a 
film die, where the films are cooled with nitrogen gas and collected from an uptake roller. 
Figure 3.9 shows the experimental set-up to melt process blend films. 
 
 
Figure 3.9: Experimental set-up for melt extruding blend films. DSM Micro-
compounder photos from DSM Xplore. 
 
3.2.4 Measuring Film Thickness 
There are two experimental methods for measuring film thickness, and the chosen 
method depends largely on whether the films are free-standing or attached to the silicon 
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wafers. Thicknesses of free-standing solution cast films were determined using a 
Mitutoyo Litematic VL-50A instrument (Mitutoyo Corporation, Japan) designed 
especially to measure the thickness of soft, rubbery films like 1,4 polybutadiene and SBS 
block copolymer. To avoid direct contact between the measuring tip of the micrometer 
and the tested soft films, pieces of cover glass were placed on both sides of the film 
during measurement.  
While the thin films were on the silicon wafer, their thicknesses were determined 
using a KLA-Tencor Instrument Alpha-step 200 profilometer (Mulpitas, CA). First, a 
small nick was made on the films with a razor blade. Physical contact of the profilometer 
tip with the film and the wafer gives a measure of the nick depth or the thickness of the 
spin-coated film. Thicknesses were also calculated based on mass, volume, and density 
relationships, and the calculated and experimentally measured values were in good 
agreement. Thin film thickness was found to be a function of polymer solution 
concentration by weight. Figure 3.10 shows how the Kraton D1102 weight concentration 




Figure 3.10:  SBS thin film thickness versus the dissolved polymer concentration by 
weight in cyclohexane. The thin films were spin coated at 1000 rpm for 60 
seconds onto a silicon wafer using the coating technique described in the 
previous section. 
 
3.2.5 Measuring Film Density 
Polymer density was characterized using Archimedes’ principle [17], which gives 
 
         (2.1) 
 
where  and  are the densities of the target polymer and the auxiliary liquid used, 
respectively, while  and  are the film mass in air and in the auxiliary liquid, 



































analytical balance (accuracy to 0.1 milligram) and a density kit. Hexane (0.655 , 
Fisher Scientific) served as the auxiliary liquid. 
 
3.2.6 Measuring oxygen uptake 
A UV light source providing a predetermined amount of energy was used to 
irradiate the SBS films containing the photoinitiator benzophenone to initiate oxidation. 
The overall UV energy provided is a function of UV light intensity, film distance from 
the light source, and exposure time. To prevent premature oxidation, polymer films were 
kept free of oxygen by storing under an inert atmosphere (nitrogen) until the oxygen 
uptake experiments began. The irradiated films were kept in a temperature controlled 
chamber at 35 °C for the duration of the oxidation experiment. Oxygen mass uptake was 
tracked by monitoring weight changes of the films on a Mettler Toledo AB54-S/FACT 
analytical balance (accuracy to 0.1 milligram); oxygen uptake was taken as the difference 
between the film mass at any given time and its initial mass before the start of sorption 
experiments. Film samples were oxidized in ambient air, ~21% oxygen, as a function of 
time. In addition, uptake experiment was also characterized at higher oxygen pressures 
(20, 60, and 100 psi O2) using a Rubotherm Magnetic Suspension Balance, which weighs 
samples without contact in an electromagnetic enforced, pressure-controlled environment 
(high accuracy to 1 µg) [18]. 
The oxidation of butadiene units under the conditions of interest here involves 
rather complex chemistry, which was described in the detailed modified oxidation 
mechanism discussion in Chapter 2, Section 2. The butadiene units can be imagined as 
reactive sites that consume oxygen [2,3,8]. Since SBS D1102 has a density of 0.94 g/cm3 
and contains 72 wt. % butadiene, the concentration of butadiene units is approximately 
/g cc
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12.2 . For subsequent analysis, the initial concentration of unreacted 
butadiene units will be designated as ; the stoichiometric coefficient , which defines 
the ratio of moles of butadiene units that react with each mole of , will be determined 
experimentally. To achieve the reaction rates fast enough for practical use in barrier 
systems, the cobalt catalyst mentioned earlier must be added. 
 
3.3  SCANNING ELECTRON MICROSCOPY (SEM)/ENERGY DISPERSIVE 
SPECTROSCOPY (EDS) 
3.3.1 Scanning Electron Microscopy (SEM) 
Samples of thick films oxidized for ~90 days were used for SEM analysis.  A 
surface perpendicular to the plane of the film was exposed by cutting the film first with a 
glass knife and then with a diamond knife (Micro Star Technologies, Huntsville, TX) 
using an RMC-Boeckeler PowerTome PT-XL (Boeckeler Instruments Inc., Tucson, AZ) 
at cryogenic temperature (-125°C) and a cutting speed of 0.8 mm/sec. The resulting SEM 
samples were secured perpendicularly with carbon tape on low profile 45°/90° SEM 
mounts (Ted Pella Inc., Redding, CA) and then coated with a 10 nm layer of indium 
using an Emitech K575K sputter coater (Quorum Technologies Ltd., West Sussex, 
United Kingdom) operated 150 µW for 10 seconds. The samples were viewed using a 
Zeiss NEON 40 FE-SEM (Carl Zeiss SMT Inc., Peabody, MA) operated at 5 kV and ~ 20 
mm working distance. The SEM images were made immediately to limit further 
oxidation of the microtomed surfaces. 
The scanning electron microscope uses a focused high-energy electron beam to 
generate signals at selected areas of specimen surfaces to reveal information about 





sample. The end result is a 2-dimensional image that displays spatial variations in these 
properties. 
 
3.3.2 Energy Dispersive Spectroscopy (EDS) 
Partially oxidized films were immersed into liquid nitrogen and fractured to create 
a cross-sectional surface. The resulting samples were then immediately secured with 
carbon tape on an SEM mount with no metal coating. Afterwards, energy dispersive x-
ray spectroscopy (detector = Bruker EDS Quantax 4010) was used for elemental analysis 
of partially oxidized films, looking for oxygen-containing functional groups throughout 
the film thickness.  
EDS can be used to find the chemical composition of materials by mapping the 
elemental composition over a selected sample area [5]. Together, SEM and EDS provide 
fundamental compositional information about oxidized polymers by means of 
stoichiometric ratios and multiple elemental line scanning. 
 
3.4  TRANSMISSION ELECTRON MICROSCOPY (TEM) 
TEM uses a transmitted electron beam to determine polymer morphology. A 
surface perpendicular to the plane of the film was cryogenically conditioned by cutting 
with a glass knife; it was then microtomed with a diamond knife (Micro Star 
Technologies, Huntsville, TX) using an RMC-Boeckeler PowerTome PT-XL (Boeckeler 
Instruments Inc., Tucson, AZ) at a cutting speed of 0.8 mm/sec.  
The resulting cross-polymer sections, ~ 50 nm, were floated onto 200-mesh 
copper grids from Ted Pella, Inc. (Redding, CA) and dried, then subsequently stained 
with OsO4 for 4 hours. The transmission electron microscope used, TEM TECNAI G2 
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F20 X-TWIN, is an analytical system with high-resolution imaging and atomic resolution 
microanalysis capabilities, optimized for high spatial resolution analysis. TEM images of 
the stained samples show contrast differences. Osmium tetroxide is primarily used to 
stain unsaturated rubbers [19,20] (or, in this case, the butadiene phase) to form an osmate 
ester of the form shown in Figure 3.11, 
 
 
Figure 3.11:  Osmate ester is formed when butadiene is oxidized by osmium tetraoxide 
[21]. 
 
3.5  DIFFERENTIAL SCANNING CALORIMETER (DSC) 
A Q-100 DSC equipped with a liquid nitrogen cooling system (LNCS) from TA 
Instruments (New Castle, DE) was used to perform differential scanning calorimeter 
experiments.  Polymer samples weighing around 5 mg were placed in aluminum DSC 
pans, and helium, flowing at 25 ml/min, was used as the blanketing gas in DSC analysis.  
First the tested sample was brought from ambient to -150ºC; it was then held isothermally 
for 5 minutes to equilibrate and stabilize the system, thus completing the DSC sweep.  
The glass transition temperature (Tg) was taken as the midpoint of the measured step 
change in heat capacity after the sample was scanned from -150 to 150 ºC at a heating 










3.6  DETERMINING GAS TRANSPORT PROPERTIES 
3.6.1 Measuring Gas Permeability  
The permeability of SBS films to nitrogen and oxygen was measured using a 
constant volume/variable pressure apparatus [22], shown in Figure 3.12. A liquid 
nitrogen trap was installed between the permeation apparatus and vacuum pump to 
prevent any possible vacuum oil contamination of the permeation system.  
Because conventional food packaging is usually designed to minimize oxygen 
permeance, oxygen is a gas of direct interest in characterizing these new oxygen 
scavenging materials. Nitrogen is an inert, non-oxidizable gas molecule similar in size to 
oxygen that can be used to detect and confirm changes in gas transport properties in 
samples without furthering oxidation. 
 
 
Figure 3.12:  Schematic of a constant volume/variable pressure apparatus for gas 
permeability measurements [22]. 
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Solution cast thick films were masked, with openings on their upstream and 
downstream sides, using impermeable aluminum tape. Spin-coated thin films mounted on 
a copper wire frame were carefully placed at the center of a Whatman Anodisc® for 
mechanical support [1,15,16]. Aluminum tape with center openings to permit gas 
permeation was then applied to both sides. The gas permeability  [23] was calculated 
from  
 
      (2.2) 
 
where  is the upstream absolute pressure, T is absolute temperature, A is the film area, 
l is the film thickness, V is the downstream volume, R is the gas constant, and  
and  are the pseudo-steady state rates of pressure rise in the downstream volume 
at a fixed upstream pressure and under vacuum, respectively. A downstream pressure less 
than 10 torr was maintained during all measurements.  
 
3.6.2 Measuring Gas Diffusivity 
The nitrogen and oxygen permeability coefficients were determined from the 
slopes of the linear, steady-state region of increasing downstream permeate pressure 
versus time. Moreover, the intercept of the steady-state line on the time axis, or the time 
lag, , was used to calculate polymer gas diffusivity, as shown in Figure 3.13 [22]. 
 





V l dp dpP
p A R T dt dt

















2 / 6D L θ=
 58 
 
Figure 3.13:  A typical time profile for the amount of accumulated permeate, Qt, in a 
transient permeation experiment [22]. 
 
3.6.3 Measuring Gas Solubility  
The widely used [18,19] dual-volume pressure-decay method with dual 
transducers and dual cells was used to determine gas solubility coefficients of the fully 
oxidized polymer [22]. The system consists of a sample cell containing a polymer sample 
and a charge cell connected to a gas cylinder. The sample cell, which contains 
approximately 0.5 g of fully oxidized polymer, is first evacuated, sealed with a VCR 
gasket, and isolated from the charge cell, which is charged with an experimental gas at a 
pressure of interest. For our purposes, the sorption apparatus was placed in a constant 
temperature water bath at 35 °C. From the pressure transducer attached to the charge 
volume, along with the known charge cell volume and temperature, we calculated the 
initial gas concentration in the charge volume. Then the valve connecting the sample and 
charge cells was opened and closed, releasing gas from the charge volume into the 
sample volume to allow pressure stabilization, which is monitored as a function of time 
(Figure 3.14).  
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The pressure in the sample cell decreases as the polymer sample sorbs gas, and a 
stable, final pressure value was ultimately reached when the polymer had sorbed all of 
the gas that it could. In other words, equilibrium was achieved. The concentration of 
gases remaining in the sample cell gas phase can be calculated from this final pressure in 
the sample cell. The concentration of gas sorbed by the sample is the difference between 
the initial and final gas concentrations in the gas phase of the sample cell. 
Following equilibrium, more gas was admitted to pressurize the charge volume. 
Gas was again released into the sample volume, and the described sorption measurement 
was repeated at a higher pressure. 
 
 
Figure 3.14:  Schematic of a dual volume, dual transducer apparatus, or barometric 
pressure decay system, for gas sorption measurements [22]. 
 
Initial and final pressure values in the sample and charge cells were used to 
calculate the concentration of gas sorbed in the fully oxidized polymer at a specific 
pressure value. Subsequently, the N2 and O2 sorption isotherms were constructed by 
relating the concentration of sorbed gas in the sample for several pressures. The sorption 
coefficient was then calculated from [22] 
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          (2.4) 
 
The permeability is given by the product of diffusion and sorption coefficients [22], 
 
          (2.5) 
 
 Using Equation (2.5), we estimated gas solubility coefficients of unoxidized 
polymer by using the known values of gas permeability and diffusion coefficients. 
Similarly, the ratio of gas permeability and solubility coefficient of a fully oxidized 
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Chapter 4: Characterization of the Oxygen Scavenging Capacity and 
Kinetics of SBS Films 
 
4.1 INTRODUCTION 
This chapter explores the oxygen uptake by an oxygen scavenging system, viz., a 
styrene-butadiene-styrene, SBS, block copolymer containing varying amounts of a cobalt 
catalyst, for a wide range of film thicknesses. For thin enough films, the rate of oxygen 
uptake is not limited by diffusion, and the results can be analyzed by a simple chemical 
kinetic model to obtain stoichiometric and reaction rate parameters. For thicker films, 
oxygen diffusion becomes limiting, and the results can be understood semi-quantitatively 
in terms of a moving-boundary model. The “critical thickness” dividing the two regimes 
deduced from long term oxygen uptake data agrees well with post-mortem microscopic 
inspection of partially oxidized films. The parameters deduced here should be useful for 
future design and modeling of blend and laminate barrier films based on this SBS/cobalt 
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4.2 RESULTS AND DISCUSSIONS 
4.2.1 Gas sorption and permeation 
The gas transport properties of un-oxidized and fully oxidized SBS films were 
characterized and are recorded in Table 4.1. Nitrogen and oxygen transient permeation 
experiments were conducted with a ~350 µm un-oxidized film at 35 °C. The nitrogen and 
oxygen permeability coefficients were determined from the steady-state region, while the 
time lag was used to calculate the nitrogen and oxygen diffusion coefficients. The 
solubility coefficients were calculated from the ratio of the permeability and diffusion 
coefficients. Gas transport properties of commercial SBS D1102 are reasonably close to 
those of other SBS materials reported in the literature [1–5]. 
 
Table 4.1:  Gas transport properties of SBS, 1,4 PB, and PS 











cm s cm Hg
 













 ρ  
3/g cm  
Sample/gas N2 O2 N2 O2 N2 O2  
SBS D1102* 22 56 4.5 9.1 4.6 6.0 0.94 
SBS D1102* 
(Fully oxidized) 
0.18 0.41 13 16 0.01 0.03 1.2 
SBS [1] 9.7 23.9 6.9 9.9 2.4 1.4 - 
SBS [2] 14 40 - - - - - 
SBS D1101 [5] - 26.1 - - - - - 
SBS D1107 [5] - 19.0 - - - - - 
1,4 PB [3] 10.3 24.3 - - - - - 
1,4 PB [3] 
(Fully oxidized) 
0.04 0.14 - - - - - 
cis-1,4 PB [4] 6.5 19.1 5.9 13 1.1 1.5 - 
PS* 0.50 3.1 8.9 23 0.06 0.14 1.06 
PS [2] 0.22 1.2 - - - - - 
PS [5] 0.24 – 0.30 1.8 – 2.4 - - - - - 
* This work 
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A 3.7 µm reactive film containing 800 ppm cobalt catalyst was exposed to an 
upstream oxygen pressure of 7 atm for rapid oxidation over 4 – 6 hours at 35 °C in a gas 
permeation cell, and this sample will be referred to as “fully oxidized” since it is the 
sample oxidized under the most extreme conditions. The gas permeability dropped 
quickly with time, and the final stabilized nitrogen and oxygen permeability coefficients 
shown in Table 4.1 were determined. For the gas solubility coefficients, the fully 
oxidized sample was first placed in a sorption cell and allowed to absorb nitrogen at 
various pressures up to 7 bar at 35 °C. This dual-volume pressure-decay method [6] uses 
initial and final pressure values in the sample and charge cells to calculate the 
concentration of gas sorbed per unit volume of fully oxidized polymer at a specific 
pressure. 
A nitrogen sorption isotherm at 35 °C was first measured, followed by an oxygen 
sorption isotherm. Afterwards a second nitrogen sorption isotherm was measured and 
found to be similar to the first nitrogen sorption isotherm. This exercise ensures data 
reproducibility and confirms the sample of interest is indeed fully oxidized or at least as 
highly oxidized as one might achieve at these conditions. The concentrations of nitrogen 
and oxygen sorbed in the fully oxidized sample were found to vary linearly with gas 
pressure. The values of nitrogen and oxygen solubility coefficients of fully oxidized 
polymer were determined and are shown in Table 4.1, which also shows values of 
diffusion coefficients calculated as the ratio of permeability and solubility coefficients of 
fully oxidized polymer. 
Oxidation reduced the O2 and N2 permeability coefficients of the SBS films by 
approximately 2 orders of magnitude, which is comparable to that observed earlier for 
reactive films of 1,4 polybutadiene [3]. This level of change in gas permeability is due to 
the reduction in the gas diffusion coefficients as the butadiene segments are converted to 
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more polar oxygen-containing units and perhaps crosslinked [3]. In general, addition of 
oxygen-containing functional groups are expected to reduce the polymer free volume 
[4,7,8]. On the other hand, gas solubility coefficients were found to increase slightly by a 
factor of two to three. This result is reasonable since oxidized SBS rubber essentially 
becomes a glassy polymer, similar to that observed in earlier work on 1,4 polybutadiene 
oxidation [3]. Typically, glassy polymers sorb greater quantities of gas than do rubbery 
polymers [9]. 
 
4.2.2 Oxygen uptake: Critical thickness 
A set of reactive SBS films, with catalyst loadings of 100, 200, 400, 800 ppm, 
were cast with a wide range of thicknesses from 1 to 300 µm and were allowed to oxidize 
for approximately 90 days at 35 °C. The oxygen uptake tM  observed at any time t  was 
normalized by the polymer mass prior to any oxidation. Figure 4.1(a) shows an example 
of oxygen uptake versus time curves at 200 ppm catalyst loading for a range of 
thicknesses from 2.8 to 266 µm. Other catalyst loadings yield similar, but quantitatively 
different, responses. 
The thinner films, < 14 µm, represented by the solid points in Figure 4.1(a) appear 
to fall on the same uptake curve that is independent of film thickness. Thus, these thinner 
films oxidize uniformly throughout their thickness and eventually reach a constant extent 
of oxidation. This constant uptake value at long oxidation times for the 200 ppm catalyst 
loading samples, 26.6 ± 1.0   
100   
gramof oxygen
gramof polymer
, can be considered as the oxygen 
uptake that can be achieved when given an infinite amount of time, M ∞ . This value is the 
same for all thin films of each catalyst loading within experimental error; values of M ∞  




Figure 4.1: Effect of thickness (2.8 to 266 µm) on oxygen uptake for SBS films 
containing 200 ppm catalyst: (a) Data for thin films (solid points) collapse 
into a single curve that eventually reaches a constant extent of oxidation, 
while for thick films (open points) uptake strongly depends on thicknesses. 
(b) A plot using log-log coordinates suggests that early time uptake varies as 



































































The thicker films, > 58 µm, have similar oxidation kinetics as the thinner films at 
early oxidation times, where the oxygen uptake increases rapidly with time. However, the 
oxygen uptake at long oxidation times is found to be a function of film thicknesses, i.e., 
the uptake, normalized by the original polymer mass, at any time decreases with 
increasing film thicknesses. Moreover, the rate of oxygen uptake was found to decrease 
with time as can be seen by comparing the respective slopes in the early and long time 
regimes, as illustrated in Figure 4.1(b) for 117 and 232 µm thick films using log-log 
coordinates. At short times, the uptake appears to increase linearly in time but this gives 
way at much longer times to a slower regime where tM  appears to be approaching an 
increase proportional to 1/2t  suggestive of a diffusion controlled regime as developed 
later. Oxygen uptake versus time curves at 100, 400, and 800 ppm catalyst loading for a 
range of thicknesses are shown in Figure 4.1(c), (d), and (e). These catalyst loadings yield 















Figure 4.1 (cont): Effect of thickness on oxygen uptake for SBS films containing (c) 100 
and (d) 400 ppm catalyst: Data for thin films (solid points) collapse into a 
single curve that eventually reaches a constant extent of oxidation, while for 















































































Figure 4.1 (cont): Effect of thickness on oxygen uptake for SBS films containing (e) 800 
ppm catalyst: Data for thin films (solid points) collapse into a single curve 
that eventually reaches a constant extent of oxidation, while for thick films 
(open points) uptake strongly depends on thicknesses.  
 
The implication of the tM  dependence on film thickness is that the thinner films 
are fully oxidized at long times on the order of 90 days whereas the thicker films are only 
partially so and are continuing to oxidize. There is considerable evidence that for thick 
films oxidation is heterogeneous with an outer oxidized layer that slowly moves inward. 
It has been suggested that observations like these can be interpreted in terms of a critical 
thickness, cL . In other words, homogeneous oxidation is possible for film thicknesses 










































Figure 4.2: Illustration of the concept of critical thickness. Homogeneous oxidation is 
possible for film thicknesses 2  cL L≤ while heterogeneous oxidation occurs 
when 2 cL L> . 
 
Figure 4.3 shows oxygen uptake at ~90 days for reactive films containing 100, 
200, 400, and 800 ppm catalyst loadings plotted against inverse film thicknesses, as 
suggested previously [3,10]. In the homogeneous oxidation region where 2 cL L≤  oxygen 
uptake forms a horizontal line independent of thickness at an average value we designate 
as M ∞ . In the heterogeneous oxidation region where 2 cL L>  oxygen uptake tM  
increases, t ≅  90 days, with decreasing film thicknesses and takes the form of 1 /tM L∝ . 
The intersection of these two lines yields a thickness 2 cL L=  which divides the 
homogeneous and heterogeneous regimes of oxidation. The values of cL  for the various 




Based on the ideas outlined above, we expect the ultimate uptake of oxygen M ∞  
to be approximately the same for all films regardless of thickness. For thin enough films, 
this limit is reached within the time scale of these oxidation observations; whereas, for 
very thick films, it is presumed that reaching this limit would require longer times than 
for these observations, i.e., 90 days. 
The quantity M ∞  can be expressed in terms of the molar density of butadiene 
repeating units available for oxidation 30 12.2 /PBn mmol cm=  for the current SBS 
copolymer, the stoichiometric oxidation coefficient νˆ  that describes how many moles of 
butadiene repeating units oxidized per mole of oxygen molecules, and the density of un-
oxidized polymer, unρ  as follows: 
 
032 / ˆunM n ρ ν∞ =          (4.1)  
 
Table 4.2 shows values of νˆ  calculated from the M ∞  for thin films, i.e., 2 cL L≤ , 
that were fully oxidized at 90 days, see Figure 4.3. These νˆ  values indicate that each 
butadiene unit takes up 1.1 – 1.3 oxygen atoms on average over the range of catalyst 
loadings used here.  
With the view that ultimately the oxygen uptake of all reactive films would 
approach M ∞  at long enough time, it is then reasonable in the kinetic analyses discussed 






Table 4.2:  Kinetics parameters from thin film analysis; critical thicknesses ~ 90 days 
Parameter Units Catalyst Loading, ppm 
  100 200 400 800 
∞M  2
  
100   
g of O
g of polymer







 1.54 ± 0.06 1.56 ± 0.06 1.67 ± 0.11 1.88 ± 0.12 










 7.9 ± 0.5 17.1 ± 2.4 25.3 ± 4.2 48.3 ± 6.0 
cL  
(1 / )L  
mµ  31.1 ± 0.1 33.8 ± 0.1 40.8 ± 0.4 35.1 ± 0.2 
cL  
( )SEM  


















Figure 4.3: Oxygen uptake at ~90 days for reactive films containing (a) 100 and (b) 200 
ppm cobalt catalyst loadings plotted against inverse film thicknesses. For 













































































Figure 4.3 (cont):Oxygen uptake at ~90 days for reactive films containing (c) 400 and (d) 
800 ppm cobalt catalyst loadings plotted against inverse film thicknesses. 








































































4.2.3 SEM/EDS observations 
It has been shown in earlier work that an un-oxidized film of 1,4 polybutadiene 
reveals a flat and smooth surface when microtomed [3]. In the current work, the SEM 
images were collected for SBS films oxidized for 90 days based on catalyst loadings of 
100, 200, 400, and 800 ppm at 35 °C in air. Figure 4.4(a) shows an SEM image of a 
microtomed cross-sectional surface of a partially oxidized film containing 200 ppm of 
catalyst. Here, the outer region is brittle and forms a scalloped fracture pattern when cut 
by microtoming. This can be attributed to oxidation forming a brittle, glassy polymer 
region. On the other hand, the inner region remains similar to that seen in the un-oxidized 
SBS and 1,4 polybutadiene [3] samples. 
An EDS analysis, as shown in Figure 4.4(b), clearly shows a high concentration 
of oxygen-containing functional groups in the outer surface layer in a cross-section of a 
film of SBS (200 ppm of catalyst), fractured by liquid nitrogen, that was oxidized for 5 
days. This supportive illustration confirms that the brittleness found in the outer region of 
an oxidized film cross-section is primarily due to an oxidation front that progressively 
moves inward with time. Evidently a surface layer concentrated with oxidation by-
products separates the inner regions that remain largely un-oxidized in a butadiene-
containing reactive film [3,11,12]. The formation of such oxidized layers is the result of 
heterogeneous oxidation, i.e., a diffusion-controlled reaction, as in previous work on 1,4 
polybutadiene reactive films [3]. The SEM image of a 200 ppm sample cross-section 
suggests a critical thickness, when oxidized for 90 days, observed at 32 ± 2 µm, which, 
along with values of samples of other catalyst loadings, are recorded in Table 4.2. These 
SEM-observed critical thicknesses and those determined by the inverse thickness analysis 






Figure 4.4: (a) An SEM image of a microtomed cross-sectional surface from an 
oxidized SBS film containing 200 ppm cobalt catalyst reveals outer oxidized 
layers with a thickness approximately 32 ± 2 µm at ~ 90 days. (b) EDS 
image analysis clearly shows an accumulation of oxygen-containing 
functional groups at the outer surfaces of an SBS film (200 ppm of catalyst) 
that was oxidized for 5 days. 
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Figure 4.4 (cont): An SEM image of a microtomed cross-sectional surface from an 
oxidized SBS film containing 100 ppm cobalt catalyst reveals outer oxidized 













Figure 4.4 (cont): An SEM image of a microtomed cross-sectional surface from an 
oxidized SBS film containing 400 ppm cobalt catalyst reveals outer oxidized 











Figure 4.4 (cont): An SEM image of a microtomed cross-sectional surface from an 
oxidized SBS film containing 800 ppm cobalt catalyst reveals outer oxidized 










Figure 4.5:  The critical thicknesses at ~90 days evaluated by two separate analyses, 
SEM and oxygen uptake experiment, agree with each other within 
experimental error. 
 
4.2.4 Kinetic analysis of thin films 
Based on the discussion above it is reasonable to expect for thin enough OSP 
films (certainly less than cL ) that diffusion of oxygen is much faster than the reaction 
kinetics. In this limit of rapid oxygen diffusion, the concentration of dissolved oxygen in 
the film C  is uniform throughout the thickness and would not vary with time; this 
oxygen concentration designated here as 0C  can be determined from the solubility of 
oxygen in the un-oxidized film at least in the early stages of the uptake experiment. On 
the other hand, the number of un-oxidized butadiene units, n , would be a function of 
time, starting from 0n  at 0t = , but would not be a function of position in the film. This 























Figure 4.6:  Situation when oxidation is controlled by reaction kinetics because oxygen 






































The following simple kinetic model should describe the uptake processes 
assuming the reaction can be approximated as first order 
 
( ) ( )0ˆ
( ˆ) R R
n t k Cn t k C n t
t
ν ν∂ = − = −
∂
       (4.2) 
 
where Rk  is the first order reaction rate parameter. Using the initial conditions that 




Rk C tn n e ν−=           (4.3) 
 







= −          (4.4) 
 
using Equation (4.1) for M ∞ , the desired result becomes  
 





= = − = −        (4.5) 
 
when 0ˆox Rt k Cν=  defines a time scale for the oxidation process. For short enough times, a 
simple series expansion of the exponential term leads to 
 
0ˆt R




=           (4.6) 
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From the oxygen solubility coefficient for the un-oxidized SBS given in Table 4.1 and 
the partial pressure of oxygen in air, we obtain 7 30 26.71 10  /C molesO cm
−= ⋅ . 
Figure 4.7 shows the oxygen uptake data, normalized by the individual M ∞  for 
each film (not the average M ∞ ), plotted on log-log coordinates versus time for thin 
reactive films containing various catalyst loadings. The fractional oxygen uptake 
increases linearly with time and eventually reaches unity at times long enough for full 
oxidation. The rapid oxidation at early times can be modeled by Equation (4.6). Knowing 
νˆ  and 0C , the reaction rate constant Rk  for each film can be extracted from the data; the 
results are recorded in Table 4.2. These reaction rate constants increase monotonically 
with catalyst loading, within experimental error, as shown in Figure 4.8.  
The dotted lines in Figure 4.7 represents the model prediction, Equation (4.6), of 
/tM M ∞  calculated from the average Rk  at each catalyst loading, see Table 4.2. The 
model results agree very well with the experimental /tM M ∞  data over most of the 
oxidation process, as shown in Figure 4.7; however, at long oxidation times, typically 
more than 1 day into oxidation, the model begins to over-predict the experimental 
/tM M ∞  values. This probably reflects some level of diffusion control and a breakdown 












Figure 4.7: Plots of thin film oxygen uptake data versus time using logarithmic and 
linear coordinates for SBS films containing (a) 100 ppm of cobalt catalyst 
normalized by M ∞ . The dashed lines show kinetic model predictions using 








































Figure 4.7 (cont): Plots of thin film oxygen uptake data versus time using logarithmic and 
linear coordinates for SBS films containing (b) 200 ppm of cobalt catalyst 
normalized by M ∞ . The dashed lines show kinetic model predictions using 












































Figure 4.7 (cont): Plots of thin film oxygen uptake data versus time using logarithmic and 
linear coordinates for SBS films containing (c) 400 ppm of cobalt catalyst 
normalized by M ∞ . The dashed lines show kinetic model predictions using 














































Figure 4.7 (cont): Plots of thin film oxygen uptake data versus time using logarithmic and 
linear coordinates for SBS films containing (d) 800 ppm of cobalt catalyst 
normalized by M ∞ . The dashed lines show kinetic model predictions using 













































Figure 4.8: Reaction rates constant Rk  versus cobalt catalyst loading in SBS films. 
 
4.2.5 An approximate model for thick films 
In the very earliest stages of oxygen uptake in thick films, 2 cL L> , a regime like 
that described above should exist where diffusion is not limiting, as suggested in Figure 
4.3. However, as time progresses, diffusion should become more and more important 
until diffusion is the rate controlling process. Models that describe this progression, at 
least conceptually, have been proposed [13–17]. However, here we develop a simpler 
approach to illustrate the final stages of this uptake process. 
Figure 4.9 illustrates the physical basis of the proposed model. It envisions sharp 
oxidation fronts at fx  and fL x−  moving inward from the two faces of the film. In the 
two outer layers of thickness fx , all the butadiene units have been completely reacted up 





















core shrinks in time as oxygen diffuses through the already oxidized outer layers at a 






D CMolar O Flux
x
=         (4.7) 
 
where oxD  is diffusion coefficient of oxygen in the oxidized polymer and 0C  is the 
dissolved oxygen concentration at the external surface of the oxidized polymer film. In 





Figure 4.9:  Physical picture for the approximate moving-boundary model for thick film 





















dx dxM M n
t L dt L dtρ ν
∞∂ = =
∂
       (4.8) 
 
A corresponding relationship can be obtained from the molar flux from Fick’s law given 
in Equation (4.7), i.e., 
 
( ) 02
2 3 642t ox
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Since the model envisioned in Figure 4.9 would not apply until longer times, the 
beginning limits of integration are not well defined. However, we might expect that 
 
0f c
x L=           (4.13) 
 










          (4.14) 
 
where α  is a proportionality factor. The model can be written in the following general 
form 
 
( )1/2tM a bt
M ∞
= +          (4.15) 
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         (4.18) 
 
 
Figure 4.10: (a) Representative plots of thick film oxygen uptake versus time at long 
oxidation times to obtain values of slopes b  and intercepts a  in Equation 
(21), see Table 4.3.  
 
Figure 4.10(a) shows an example of ( )2/tM M ∞  plotted versus oxidation times, 
excluding the early time data where this model is not expected to apply, for two thick 
films containing 200 ppm of catalyst. The experimental data of ( )2/tM M ∞  data increase 
linearly with time, as expected from the model for thick films. Quite similar plots were 
obtained for all thick films at each catalyst loading shown in Figure 4.10(b) – (e). From 
these linear plots the slopes b  and intercepts a  were extracted for all thick films and 
recorded in Table 4.3. In fact, plotting /tM M ∞  versus ( )



















using values of a  and b  from plots like Figure 4.10, makes a universal straight line with 
slope of unity, as shown in Figure 4.11. This plot validates the form of the model and the 
method of extracting slopes b  and intercepts a  from the data. Note that Figure 4.11 
neglects data from the early time regime, when diffusion is fast and oxidation is 
kinetically controlled. As expected the short time data do not collapse into a single curve, 
since the current model considers an oxidation that is controlled by diffusion for films 






















Figure 4.10 (cont): Oxygen uptake versus time plots of thick films at a range of film 
thickness (~100 – 300 µm) containing (b) 100 and (c) 200 ppm catalyst 
loadings at long oxidation times to obtain values of slopes b  and intercepts 













































Figure 4.10 (cont): Oxygen uptake versus time plots of thick films at a range of film 
thickness (~100 – 300 µm) containing (d) 400 and (e) 800 ppm catalyst 
loadings at long oxidation times to obtain values of slopes b  and intercepts 
















































Figure 4.11:  Universal plot of /tM M ∞  versus ( )
1/2a bt+  for all thick films at long 
oxidation times. Data points for the early time regime are not included. 
 
Equations (4.16) and (4.17) predict that a  and b  should scale as the inverse 
square of film thickness. The solid points in Figure 4.12 show the values of a  and b  
determined by statistically fitting the long time data for thick films to Equations (4.16) 
and (4.17) plotted versus L  on log-log coordinates. The solid lines in Figure 4.12 are the 
predictions by Equations (4.16) and (4.17) using average values of cL  and νˆ  and 
assuming  ~  0α . The data points generally lie parallel to the predicted lines, verifying the 
2L−  dependence expected, but the model over predicts both a  and b . Assigning finite 
values to α  would bring the theoretical intercepts into better agreement with the 

















does not quantitatively reproduce the oxygen uptake data for thick films when the 
measured parameters are inserted into Equations (4.16) and (4.17). At least part of this 
failure might have to do with the fact that the model for the early stages of oxidation in 
thick films where reaction kinetics controls has not been rigorously merged with the late 
stage where diffusion controls. Certainly there is an intermediate stage where both 
kinetics and diffusion must be considered. In any case, this model does appear to capture, 















Figure 4.12:  Slopes 𝑏 and intercepts 𝑎 calculated from the data via fitting to Equation 
(21) plotted versus thickness 𝐿 plotted on logarithmic coordinates. The data 
are consistent with 2L−  dependence of both a  and b  as predicted by the 
model, i.e., the solid lines were constructed using average vales of critical 
thickness ( 35.5 cL mµ= ) and stoichiometric coefficients                                
(
2
1.68 /ˆ  PB Omol molν = ) for all catalyst loadings. The absolute values of a  


































Table 4.3: Values of slopes 𝑏 and intercepts 𝑎 theoretically extracted from all thick 





𝒃 = 𝑺𝒍𝒐𝒑𝒆 
𝟏𝟎−𝟖/𝒔𝒆𝒄 𝒂 = 𝑰𝒏𝒕𝒆𝒓𝒄𝒆𝒑𝒕 𝑵𝑫 
100 134 1.20 0.110 
 143 1.47 0.095 
 175 1.01 0.046 
 189 0.93 0.036 
200 117 1.69 0.095 
 166 1.08 0.084 
 205 0.92 0.054 
 232 0.83 0.041 
 266 0.95 0.031 
400 116 2.90 0.153 
 137 2.54 0.135 
 168 1.58 0.088 
 188 1.07 0.059 
 212 0.91 0.049 
 272 0.72 0.042 
800 95 4.20 0.105 
 107 2.74 0.094 
 117 2.58 0.086 
 124 3.09 0.065 
 141 1.57 0.088 
 179 1.54 0.062 
 191 1.31 0.039 
 
4.3 SUMMARY 
A styrene-butadiene-styrene block copolymer with varying amounts of a cobalt 
catalyst was evaluated as an oxygen scavenging component for barrier systems. The 
oxygen uptake of SBS films containing four catalyst loadings and having a wide range of 
thicknesses was experimentally measured and analyzed by simple theories. For thin 
enough films, the rate of oxygen uptake is controlled by the reaction of the butadiene 
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units with oxygen and is not affected by oxygen diffusion. A simple thin film model 
allowed extraction of reaction rate and stoichiometric parameters from the experimental 
data for the oxidation conditions considered in the current study.  
At long times for thicker films, the oxygen uptake process is limited by the rate of 
oxygen diffusion, and a simplified moving boundary model describes this region semi-
quantitatively. The division between the two regimes can be understood in terms of the 
concept of a “critical thickness cL ” introduced in earlier papers. For films with thickness 
2 cL L≤ , chemical kinetics is largely the rate controlling process and such films became 
fully oxidized over the time scale of the current observation, ~ 90 days. For thicker films 
with thicknesses 2 cL L>  full oxidation was not achieved within 90 days. Values for cL  
were deduced by a simple two regime analysis of the data. These values agree well with 
observations of cross-sectional surfaces of partially oxidized films made by SEM 
analysis. The outer region becomes hard and brittle while the interior retains more of the 
appearance of the native SBS copolymer.  
The fully oxidized polymer has an oxygen permeability that is two orders of 
magnitude lower than that of the un-oxidized SBS material. This fact contributes to the 
trend towards diffusion control of oxygen uptake in thick films at long times. This fact 
may be quite beneficial when a scavenging component is incorporated into barrier films 
as layers by co-extrusion [17]. However, the oxidized form of SBS is still 2 to 3 times 
more permeable to oxygen than the conventional barrier material poly(ethylene 
terephthalate) [18]. 
Future design and modeling of blend and laminate barrier films based on the 
SBS/cobalt catalyst system should benefit from the fundamental understanding of 
reaction kinetics and parameters deduced by the current study. A remaining need is for a 
theoretical model to predict the critical thickness from basic principles rather than using 
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the extensive experimental protocols discussed here. This would be helpful in designing 
experiments (i.e., how thin should the films be?) for extraction of kinetic and 
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Chapter 5: Establishing processing condition by characterizing 
oxidation behavior of melt-processed SBS and polystyrene blends  
 
5.1  INTRODUCTION 
The previous chapter discusses the oxygen uptake behavior of solution cast films 
for formulations that contain a catalyst and a photoinitiator. This was a rapid and 
convenient way to develop potentially useful formulations of scavenging materials. 
However, the ultimate implementation of this concept will require melt extrusion (or 
coextrusion) of films at the temperatures required for processing the base polymers. Thus, 
it is necessary to validate that the previously described formulations can be melt-
processed and still retain the appropriate scavenging behavior. Potential reasons for 
differences between solution-cast and melt-processed formulations include oxidation [1–
8] or degradation [6,9] of the SBS and loss of activity of the catalyst or photoinitator 
[8,10]. 
This chapter examines the oxygen uptake behaviors of melt-processed Kraton 
SBS and their blends with polystyrene as a function of SBS composition. By using semi-
quantitative modeling, we compared the uptake activity of melt-processed Kraton SBS to 
that of blend films prepared by solution casting. This chapter will show that, with the 
appropriate set of processing conditions, melt-extruded films are capable of scavenging 
oxygen at the same rate and with the same uptake capacity as analogous films prepared 
without melt-processing. 
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5.2 COMPARING OXIDATION BEHAVIOR OF MELT-PROCESSED AND SOLUTION CAST 
KRATON SBS 
5.2.1 Phase morphology and oxidation behavior of melt-processed SBS block 
copolymers 
Kraton SBS formulations were melt-processed into films that were then subjected 
to oxygen uptake experiments at the same experimental conditions as those of solution 
cast films. This protocol was followed to ensure that the previously identified processing 
conditions (180 °C processing temperature and 10 min residence time, shown in Chapter 
3, section 2.3.1) can produce melt-processed SBS reactive films that scavenge at similar 
rates when compared to the solution cast formulation. 
Figures 5.1 and 5.2 show the morphology of solution cast and melt-processed 
Kraton SBS, respectively. The cylindrical morphology of the PS phase, visible as lighter 
areas in TEM images from the Kraton SBS, was also observed in other studies [11,12]. 
The Kraton SBS films prepared by melt-processing appear to have their microdomains in 
a fixed direction along the line of extrusion, while the solution cast films do not show 




Figure 5.1:  Cylindrical morphology of the polystyrene phase does not orient in a fixed 
direction within the butadiene phase in solution cast Kraton SBS films. 
 
Figure 5.2:  Cylindrical morphology of the butadiene phase is aligned with the 
polystyrene phase in melt-processed Kraton SBS films and is oriented in the 
extrusion machine direction. 
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Reactive films of SBS block copolymer were prepared with 1 wt% of 
photoinitiator and catalyst loading at 400 and 800 ppm. The solution cast SBS films were 
pelletized and then extruded by the DSM at 180 °C after 10 minutes residence time. The 
resulting thermally treated reactive film was allowed to oxidize after being exposed to a 
fixed level of UV energy for 12 minutes (~ 12 J/cm2), the same as the solution cast films. 
The film weight increase due to oxidation was monitored for approximately 90 days, and 
curves representing the mass uptake kinetics of the films were generated for different 
film thicknesses and catalyst loadings. The 𝑀𝑡 uptake results for melt-processed Kraton 
SBS films at thicknesses from 100 to 200 µm, loaded with 400 ppm and 800 ppm 
catalyst, are shown in Figures 5.3 and 5.4, respectively.  
 
 
Figure 5.3:  Mass uptake kinetics of 400 ppm Kraton SBS (~ 100 to 200 µm in legend) 






























Figure 5.4:  Mass uptake kinetics of 800 ppm Kraton SBS films (~ 100 to 200 µm in 
legend) that have been extruded at 180 °C for 10 minutes. 
 
There is some level of scavenging activity in these reactive films even after 
thermal treatment. Initially oxygen uptake increases rapidly with time, and there appears 
to be a thickness effect on the kinetics. These 𝑀𝑡 versus time results were recast to 




 versus time to allow a further analysis using the uptake 
theories (Equation 4.22). Mass uptake activity at long oxidation times with catalyst 

































Figure 5.5:  Oxygen uptake at long oxidation times for melt-processed Kraton SBS films 
(~ 100 to 200 µm in legend) with 400 ppm catalyst loading. 
 
Figure 5.6:  Oxygen uptake at long oxidation times for melt-processed Kraton SBS films 











































5.2.2 Comparing parameter values at long oxidation times parameters between 
melt-processed and solution cast Kraton SBS block copolymers 
The values of slope and intercept from these oxygen uptakes at long oxidation 
times can be obtained by regression fitting, as shown in Figure 4.10 [13]. Both the slope 
and the intercept (Equations 4.16 and 4.17) are fitted parameters that define the oxidation 
kinetics at long oxidation times.  When all other variables are held constant, these 
equations suggest an inverse relationship between the intercept and the reaction rate 
constant 𝑘𝑅, and a direct linear relationship between slope and the stoichiometric 
oxidation coefficient. 
 The slope and intercept values of melt-processed and solution cast films with 400 
and 800 ppm catalyst loading at various thicknesses are shown in Table 5.1. Figures 5.7 
and 5.8 show the effect of processing on the uptake activities of 400 and 800 ppm 
reactive films, respectively. While the uptake data for solution cast films with 400 and 
800 ppm catalyst loading at various thicknesses can be found in section 2.5 in Chapter 4, 
selected data are presented in the following section for convenient comparison. 
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Figure 5.7:  The uptake activity of a melt-processed film (121 µm) with 400 ppm 
catalyst loading is comparable to that of a solution cast film (116 µm) at 
similar thickness. A plot using log-log coordinates suggests that early time 
uptake varies with 𝑡 while at longer times a √𝑡 regime is approached. 
 
The oxidation behavior of melt-processed Kraton SBS films are comparable to 
that of films prepared by solution casting at a similar thickness. Specifically, on plots 
using log-log coordinates, the rate of oxygen uptake was found to decrease with time, and 
approaches to square root of time suggestive of a diffusion controlled mechanism. This is 
true for both melt-processed and solution-cast films; a similar observation was reported in 
































Figure 5.8:  The uptake activity of a melt-processed film (113 µm) with 800 ppm 
catalyst loading is comparable to that of a solution cast film (107 µm) at 
similar thickness. A plot using log-log coordinates suggests that early time 
uptake varies with 𝑡 while at longer times a √𝑡 regime is approached. 
 
The values of oxygen uptake per unit time, as well as the slope and intercept at 
long oxidation times, are comparable in all reactive films of similar thickness, 
independent of the preparation techniques. Thus, films prepared by solution casting and 
melt-processing will have similar oxidation kinetics and behavior. The slope and 
intercept values extracted from long time oxidation uptake data plotted against thickness 
































Figure 5.9: The slope values extracted from long time oxidation uptakes of melt-
processed films are comparable to those of solution cast films. 
 
Figure 5.10: The intercept values extracted from long time oxidation uptakes of melt-





































The effect of film thickness can be observed by comparing slope and intercept 
values from uptake data of Kraton SBS films prepared by melt-processing and solution 
casting techniques. Their slope and intercept values continue to show the expected 𝐿−2 
dependence, as predicted by the semi-quantitative model [13]. Thus, melt-processed 
Kraton SBS films have oxidation kinetics similar to those of films prepared by solution-
casting. 
 
Table 5.1:  The values for slope and intercept of solution-cast and melt-processed film 
at similar catalyst loading and thicknesses 





𝑏 = 𝑆𝑙𝑜𝑝𝑒 10−8/𝑠𝑒𝑐 𝑎 = 𝐼𝑛𝑡𝑒𝑟𝑐𝑒𝑝𝑡 𝑁𝐷 𝐿 𝜇𝑚 𝑏 = 𝑆𝑙𝑜𝑝𝑒 10−8/𝑠𝑒𝑐 𝑎 = 𝐼𝑛𝑡𝑒𝑟𝑐𝑒𝑝𝑡 𝑁𝐷 
400 116 2.90 0.153 104 3.21 0.174 
 116 2.90 0.153 121 3.15 0.228 
 168 1.58 0.088 142 2.08 0.057 
 188 1.07 0.059 191 1.03 0.023 
800 107 2.74 0.094 113 2.84 0.134 
 141 1.57 0.088 136 2.11 0.099 
 179 1.54 0.062 168 1.38 0.051 





5.3 CHARACTERIZING OXIDATION BEHAVIOR OF POLYSTYRENE FILMS BLENDED 
WITH REACTIVE KRATON SBS BLOCK COPOLYMERS VIA UPTAKE EXPERIMENTS 
5.3.1 Film preparation 
Polystyrene films blended with SBS were produced following the procedures 
outlined in section 2.3.2 in Chapter 3. The reactive film was solution cast in cyclohexane 
with 400 and 800 ppm catalyst loading and 1 wt% photoinitiator. Blend films with 
varying amounts (from 0 to 100%) of pelletized reactive SBS film and polystyrene matrix 
polymer were melt-extruded in the DSM.  
 
5.3.2 Effect of oxidation on glass transition temperature 
When blends with increasing SBS content were tested, the Tg of the butadiene 
phase in SBS block copolymers becomes more evident with SBS content, as shown in 
Figure 5.11. For these unoxidized blends, the Tg of the styrene segments in the pure block 
copolymer was below what would be expected for pure polystyrene, approximately 100 
°C. This well-known phenomenon [12] was attributed to the relatively low molecular 
weight of PS in the copolymer (28,000; 28% of Kraton D1102 SBS block copolymer 
comprises the polystyrene block), the diffuse interphase between component domains, 
and surface energy [12]. The polystyrene phase in the copolymer can interdiffuse with the 
polystyrene matrix due to favorable polymer-polymer interactions. This effect has been 
reported previously and typically contributes to the observed merging of glass transition 
temperatures [14]. 
Given sufficient oxidation time (in this case 1 year), the DSC transition 
corresponding to the butadiene phase completely disappears. This indicates that the 
reactive sites in the butadiene phase have been fully oxidized, leaving in these oxidized 
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blends at most an extremely small amount of butadiene, which cannot be detected by 
DSC, as shown in Figure 5.12. 
 
 
Figure 5.11:  The DSC thermograms of unoxidized blends. While the Tg of butadiene 
phase (~ 80 °C) in SBS becomes more clear with increasing SBS content, 
the peak that suggests the Tg of PS (~100 °C) grows larger in size when SBS 
concentration decreases. 















Figure 5.12:  DSC thermograms of oxidized blends. The Tg of the butadiene phase 
disappeared in all samples, suggesting these films have been fully oxidized. 
 
5.3.3 Effect of oxidation on film density 
The density values of PS/SBS blend films allowed to oxidize in 35 °C air for 
more than a year, as well as those of unoxidized blends, are shown in Figure 5.13. The 
densities of unoxidized and fully oxidized SBS block copolymers were 0.94 and 1.2 
g/cm3, respectively. The densities of unoxidized and oxidized blends scale linearly with 
increasing mass percentage of SBS block copolymer in blends due to the higher density 
of oxidized SBS. The density of the fully oxidized melt-processed Kraton SBS, 1.2 
g/cm3, agrees with the value separately measured for fully oxidized solution-cast material 
[13]. These reactive blends are, therefore presumably, fully oxidized. An increase in 
density due to addition of polar groups (such as oxygen-containing functional groups due 














to oxidation) should yield a decrease in fractional free volume (FFV) that may in turn, 
reduce diffusivity and, consequently, permeability [15,16]. 
 
 
Figure 5.13:  The density values for reactive blends at various compositions after 
oxidation.  
 
5.3.4 Effect of oxidation on O2 and N2 permeabilities of PS blend films with SBS 
scavenger 
Oxygen and nitrogen permeability were characterized for unoxidized blends, and 
the results are shown in Figure 5.14. In general, gas permeability of unoxidized polymer 
blends increases with increasing content of SBS, which has higher gas permeability than 
polystyrene when unoxidized. On the other hand, in blends with higher SBS loading, 
polystyrene is the dispersed phase within a continuous matrix of SBS. A phase inversion 
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50 % in these unoxidized blends. In other work, a phase inversion was found near 40 - 
50% SBS content for blends containing SBS triblock copolymer and PPO [12]. 
 
 
Figure 5.14:  The gas permeability of unoxidized blends scales with SBS content, which 
has a higher permeability than its polystyrene matrix. A phase inversion was 
found near SBS content of 40 – 50%, which is incorporated in calculating 
Maxwell prediction as solid lines. 
 
A polymer at low loading typically displays a spherical morphology within a 
different polymer matrix [17]. Figure 5.15 shows that the morphology of the butadiene 
phase of a polystyrene film blended with 20 wt% SBS scavenger is not entirely spherical, 
possibly due to stretching of the material during melt-extrusion. Previous simulation 
work has suggested that permeation behavior in blend films is related to phase 
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that are 2/3 those of phases with spherical morphologies [18]. This TEM image was made 
along the extrusion direction from the front side of the film sample. 
 
 
Figure 5.15:  The dark, butadiene phase in a polystyrene film blended with 20 wt% SBS 
appears to have a morphology that is not entirely spherical. This may be due 
to extensive stretching in extrusion. The lighter phase is the polystyrene 
domain. 
 
Gas permeability was also characterized for oxidized blends, which decrease in 
permeability with increasing SBS content [13], as shown Figure 5.16. As observed in 
work on oxidized solution cast films [13], addition of polar, oxygen-containing functional 
groups is expected to reduce the polymer free volume, which may lead to reduced values 
of diffusivity and permeability [15,19,20]. 
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A phase inversion in these oxidized blends was also found at an SBS content of 
40 – 50 %, where gas permeability shows a sharp decrease, similar to what was observed 
in the permeation behavior of unoxidized blends. The trend of permeability reduction 
agrees with what was reported in previous work on the effect of oxidation on metal-
catalyzed, solution-cast 1,4 PB and SBS, where gas permeability was reduced by 2 orders 
of magnitude as a result of oxidation [13,21]. 
 
 
Figure 5.16: The gas permeability of oxidized blends decreases with SBS content, as the 
fully oxidized SBS has lower permeability than the matrix polystyrene. 
Similarly, a phase inversion was found near oxidized SBS content of 40 – 
50% and is incorporated in calculating Maxwell prediction as solid lines. 
 
The Maxwell equation (Equation 2.5) was used to estimate the gas permeability 
of SBS/PS blends incorporating 10 and 20% SBS as a function of oxidation, as shown in 
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relationship in blends that involve spheres of one component dispersed in a matrix of 
another polymer [22,23]. The oxygen and nitrogen permeabilities of fully oxidized SBS 
of 0.14 and 0.41 Barrer, respectively [13], were here in calculating the Maxwell-predicted 
values of unoxidized and oxidized blends. These model calculations are shown as solid 
lines in Figures 5.15 and 5.16, respectively.  
 

























Polystyrene [13] ~3.1 --- ~0.50 --- 6.2 --- 
Un-oxidized 
scavenger [13] ~56 --- ~22 --- 2.5 --- 
Oxidized 
scavenger [13] ~0.41 --- ~0.14 --- 2.9 --- 
20% SBS in PS –  
Un-oxidized 4.5 ± 0.7 5.2 ± 0.5 0.9 ± 0.20 0.9 ± 0.09 5.2 5.8 
20% SBS in PS – 
Oxidized 2.3 ± 0.3 2.5 ± 0.3 0.5 ± 0.04 0.5 ± 0.50 5.1 5.6 
10% SBS in PS – 
Un-oxidized 3.7 ± 0.6 4.1 ± 0.4 0.7 ± 0.10 0.7 ± 0.07 5.9 5.5 
10% SBS in PS – 
Oxidized 2.8 ± 0.3 2.8 ± 0.3 0.5 ± 0.05 0.5 ± 0.50 5.8 5.8 
 
Values of gas permeability and selectivity of PS blends with 10% and 20 % SBS 
loading estimated by the Maxwell equation agree closely with measured values within the 
uncertainty of the measurement. However, at higher SBS loading, the deviation from the 
Maxwell prediction of the experimental measurement can be attributed to the breakdown 
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of the assumption that the dispersed phase is spherical in the Maxwell model in both 
unoxidized and oxidized blends. Increasing content of the dispersed phase in the blends 
usually yields less spherical and more cylindrical morphology [17,23]. 
 
5.3.5 Characterizing oxidation behavior of blend films of polystyrene and SBS 
block copolymer 
Reactive blends ~ 55 – 75 µm containing 400 and 800 ppm catalyst loading were 
melt-processed and allowed to oxidize at 35 °C in air, and their uptake data are shown in 
Figures 5.17 and 5.18, respectively. Note that a melt-processed Kraton SBS film was not 
available in this thickness range, so the uptake data is for a Kraton SBS film at a similar 
thickness prepared by solution casting. This is reasonable, as shown in previous sections, 
because processing has little effect on the oxidation behavior of melt-processed Kraton 
films. 
Oxygen uptake activity increases with scavenger loading. The blends that contain 
higher SBS loading have higher uptakes than those that contain less SBS. In addition, 
blend films with lower SBS loading seem to reach their maximum oxidation capacity 
more quickly than those that contain more, while those with higher SBS loading continue 
to uptake oxygen over longer periods of time. 
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Figure 5.17: Mass uptake of reactive blends ~ 60 – 75 µm with 400 ppm catalyst loading. 
 































































When the uptake data of reactive blends with 400 and 800 ppm catalyst are 
normalized by the SBS mass, as shown in Figures 5.19 and 5.20, the SBS mass-
normalized uptake data approximately collapsed onto a master curve. The uptake data for 
melt-processed reactive Kraton SBS is included in these figures. Differences in uptake 
among samples may arise from thickness differences. Although permeation behavior in 
oxidizing blends of varying composition is related to phase morphology [18], the reaction 
time scale ratio of 2/3, caused by morphology differences, and the surface area to volume 
ratios [18] will likely have little effect on the reaction time scale in uptake experiments. 
 
 





























PS blends w/ SBS
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Figure 5.20: SBS mass-normalized uptake data of blends ~ 55 – 70 µm with 400 ppm 
catalyst loading 
 
Subsequent analysis of the effects of SBS composition on blend film kinetics 
followed the framework of earlier studies. Uptake data were re-cast to extract values of 
slope and intercept and to consider the effects of blending that were revealed after 
plotting against SBS composition. However, this model was developed to describe 
kinetics of SBS homopolymer films, and its theoretical basis certainly was not intended 
for blends.  




 were constructed versus time to analyze normalized long time 
uptake behavior to values of 𝑀∞ that were previously measured in thin film kinetic 
experiments for both 400 and 800 ppm catalyst loadings [13]. The results for films with 
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Figure 5.21: Oxygen uptake in PS blend films ~ 60 – 75 µm normalized by total mass at 
long oxidation times with 400 ppm catalyst loading at various SBS loading. 
 
Figure 5.22: Oxygen uptake in PS blend films ~ 55 – 70 µm normalized by total mass at 










































The polystyrene films blended with reactive SBS continued to oxidize for over 
100 days when the SBS content was at least 40%. Moreover, the slope and intercept 
values appear higher in films that have higher loading of reactive SBS. The slope and 
intercept values extracted from long-time oxidation uptake data are plotted versus SBS 
mass fraction and shown in Figures 5.23 and Figure 5.24, respectively, as well as in 
Table 5.3. These results suggest that reactive blend films with higher SBS content would 
show faster oxidation kinetics and higher uptake capacity, with a maximum in these 
values achieved in pure melt processed Kraton SBS films.  
 
 
Figure 5.23:  The slope values extracted from uptake data of reactive blend films ~ 60 – 





















Figure 5.24:  The intercept values extracted from uptake data of reactive blend films ~ 55 
– 70 µm at long oxidation times scale with SBS loading. 
 
Plots of  𝑀𝑡
𝑀∞
 versus time were constructed to analyze normalized uptake behavior 
to values of 𝑀∞ that were previously measured in thin film kinetic experiments for 400 
and 800 ppm catalyst loadings [13]. The uptake data of polystyrene blends that contain 
20, 40, 60, 80, and 100% SBS were respectively normalized to the 20, 40, 60, 80, and 
100% absolute value of 𝑀∞. The results for films with 400 and 800 ppm catalyst loading 























Figure 5.25:  Oxygen uptake in SBS/PS blend films ~ 60 – 75 µm with 400 ppm catalyst 
loading normalized by 𝑀∞ at various compositions. 
 
Figure 5.26:  Oxygen uptake in SBS/PS blend films ~ 55 – 70 µm with 800 ppm catalyst 






































PS blends w/ SBS
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The polystyrene films blended with reactive SBS continued to oxidize, and all 
values of 𝑀𝑡
𝑀∞
  were at least 85% of full oxidation for over 100 days. Moreover, the uptake 
data of blends of 20, 40, 60, 80, and 100% SBS loading seem to collapse into a master 
curve when proportionally normalized by the 𝑀∞. Thus, blend films have oxidation 
kinetics and capacity comparable to those of reactive films of 100% Kraton SBS.  
 











𝒈 𝒑𝒐𝒍𝒚𝝁𝒆𝒓 𝒃 = 𝑺𝒍𝒐𝒑𝒆 𝟏𝟎−𝟖/𝒔𝒆𝒄 𝒂 = 𝑰𝒏𝒕𝒆𝒓𝒄𝒆𝒑𝒕 𝑵𝑫 
400 1.0 60 ± 5 24.9 3.20 0.51 
 0.8 70 ± 5 19.9 1.02 0.25 
 0.6 75 ± 5 14.9 1.56 0.15 
 0.4 75 ± 5 10.0 0.29 0.10 
 0.2 60 ± 5 5.0 0.05 0.02 
 0 100 ± 5 0.00 0.00 0.00 
800 1.0 60 ± 5 21.9 4.70 0.59 
 0.8 70 ± 5 17.6 1.97 0.27 
 0.6 60 ± 5 13.2 1.20 0.24 
 0.4 60 ± 5 8.8 0.39 0.10 
 0.2 55 ± 5 4.4 0.08 0.02 
 0 100 0.00 0.00 0.00 
 
5.4 SUMMARY 
Reactive films were melt-processed and their oxidation kinetics were monitored 
and compared with those prepared by the solution casting. By comparing the values of 
slope and intercept from the uptake data at long oxidation times, we identified 
comparable oxidation behavior for reactive films produced by either technique. This 
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suggests that processed films can scavenge oxygen at a similar rate and capacity as those 
prepared by solution casting. 
Polystyrene films were blended with reactive Kraton SBS at the same processing 
conditions, and their oxygen uptake activities were recorded. The values of slope and 
intercept from uptake data of PS blends normalized by 𝑀∞ increase with SBS loading 
and approach values for melt-processed Kraton SBS. Furthermore, the blend film uptake 
data collapsed into a master curve when proportionally normalized to the values of 𝑀∞. 
Any discrepancies in slope and intercept values may be attributed to slight differences in 
film thickness. This result shows that, using the current processing conditions, blend 
films have adequate oxidation kinetics and capacity and confirms that reactive blend 
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Chapter 6: Evaluating the oxidation behavior of melt-processed SBS 
and PS-SBS blend films via permeation experiments 
 
6.1 INTRODUCTION 
In prior chapters, the oxidation kinetics of styrene-butadiene-styrene (SBS) block 
copolymer were studied either as freestanding films [1–5] or as the dispersed phase 
within a polymer matrix. A kinetic model was developed and reaction parameters were 
extracted via uptake and permeation analysis of SBS thin films. Processing conditions 
were established and verified to ensure that active scavenging would still occur in spite of 
the demanding temperatures required for melt processing. 
This chapter presents results of permeation studies designed to investigate the 
effects of parameters such as oxygen partial pressure, film thickness, and scavenger and 
photoinitiator (PI) loading on oxidation behavior of polystyrene blend films containing an 
oxygen scavenger. The cumulative amount of permeate and oxygen fluxes were 
monitored. Experimental time lags were measured and compared with the theoretical 
predictions from previous work [6]. The effect of oxidation on permeation behavior and 









6.2 EFFECTS OF CATALYST LOADING, UV EXPOSURE, AND PHOTOINITIATOR (PI) 
CONTENT ON OXIDATION BEHAVIOR OF SBS CONTAINING POLYMERS 
6.2.1 Characterizing catalytic effect on SBS oxidation behavior via permeation 
and thin film uptake experiments 
Some of the parameters that can influence the rate of oxidation of butadiene-
containing polymers include the catalyst loading, the UV exposure time, and the 
photoinitiator content [7]. Since there are few literature studies available, it is important 
to investigate the effects of these parameters on scavenging activity of butadiene-
containing polymers and then to identify an optimum set of scavenging conditions for 
barrier films to consume oxygen via a reactive situation. 
To investigate the effect of catalyst loading on oxygen transport through SBS, 
films of pure SBS at two catalyst loadings – 800 and 2,666 ppm – and 1% PI were melt-
processed. These films of approximately 200 µm in thickness were subsequently exposed 
to UV for 12 minutes prior to permeation tests with an upstream oxygen pressure of 100 
psi. Figure 6.1 shows that over time, the oxygen flux of melt-processed films at both 
loadings decreased by orders of magnitude from the initial flux (~1.5 × 10−4 𝑐𝑐
𝑐𝑚2 𝑠𝑒𝑐) of 
unoxidized films (oxygen permeability of approximately 56 barrer [5]). The sample with 
2,666 ppm catalyst loading began to exhibit much more rapid suppression of oxygen flux 
than the sample at 800 ppm loading after only two hours of testing.  
Oxidation of the butadiene phase in the SBS block copolymer results in the 
formation of oxygen-containing polar groups, and the oxidized phase has substantially 
lower permeability than the native butadiene. The oxidation occurs initially near the SBS 
film surface, resulting in a superficial crust layer that serves as a barrier to oxygen 
transport and has been previously identified [5]. Importantly, at approximately the tenth 
hour there was virtually no detectable increase in the cumulative amount of permeate due 
to instrumental limitations. 
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The reduction in oxygen flux occurs more rapidly in the film with a higher 
catalyst loading. The change in chemical structure associated with oxidation is believed 
to be the primary contributor to the flux reduction. A similar combined effect was 
reported for oxidation studies on 1,4-polybutadiene [2], where a reduction of 2 to 3 orders 
of magnitude in gas permeability was ascribed to the formation of a dense crust layer on 




Figure 6.1:  Scavenging alters the chemical structure of the polymer membrane, thus 
reducing flux behaviors of melt-processed pure SBS films ~ 200 µm as a 
function of catalyst. 
 
Previous work showed that both reaction rate constant, 𝑘𝑅 (
𝑐𝑚3
𝑚𝑜𝑙𝑃𝐵∗𝑠𝑒𝑐
), and ?̂? 
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melt-processed 
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[5]. To determine the rate constant that would correspond to a catalyst loading at 2,666 
ppm, SBS thin films of approximately 3 – 5 µm were prepared using 1% photoinitiator 
concentration and allowed to oxidize by UV exposure for 12 minutes. Values of 𝑘𝑅 and ?̂? 
were extracted following the previously developed thin film kinetic analysis [5], and the 
results are shown in Figure 6.2, where both 𝑘𝑅 and ?̂? seem to plateau to constant value at 
catalyst loadings above 800 ppm, within experimental error.  
The observed trend for both parameters is similar to what has been reported in 
past studies of metal-catalyzed autoxidation [8–10], where the oxidation rate initially 
increases but later slows with increasing catalyst loading [11,12] due to limited extent of 
oxidation. Because the reaction rates do not increase when the catalyst loading is 
increased from 800 to 2,666 ppm, the precipitous decrease in oxygen flux shown in 
Figure 6.1 could be due to any number of factors; these include a catalyst solubility limit. 
Of course, the formation of a rather impermeable crust layer also impedes the transport of 





Figure 6.2:  (a) The rate constants were extracted by the thin film kinetic model and 
reach a plateau at higher catalyst loading. (b) The stoichiometric oxidation 








































6.2.2 Characterizing the effect of UV exposure on SBS oxidation behavior via 
uptake experiments 
To investigate the effect of UV exposure on scavenging kinetics, pure SBS films 
of about 120 µm thickness were prepared with 200 ppm catalyst loading and 1% 
photoinitiator content. These films were exposed under UV at varying length of time, and 
their oxygen mass uptake, as shown in Figure 6.3, was found to be a strong function of 
UV exposure time. Films that had been exposed for longer initiating times showed more 
rapid oxygen uptake, which suggests faster oxidation kinetics. 
 
 
Figure 6.3:  Mass uptake as a function of time at various film UV exposure times. 
 
This result is reasonable since the concentration of benzophenone diradicals that 
initiate oxidation is a function of UV exposure time [7,13,14]. In films with higher levels 































oxidation. Higher radical concentration results in higher oxygen uptake rates than that in 
films with lower UV exposure. 
 
6.2.3 Effect of photoinitiator content on oxidation behavior of PS blends with SBS 
via permeation experiment 
It has been shown that the rate of oxidation can be accelerated at high catalyst 
loading (2,666 ppm) and by a longer UV exposure period (i.e., 48 – 96 minutes). The 
oxidized structure formed is an effective barrier material that can limit that rate of oxygen 
permeation. The effect of PI content on oxidation behavior can be important, as its 
purpose is to release, upon UV absorption, radicals that trigger oxidation [7].  
Therefore, polystyrene blends with 10% SBS and 2,666 ppm catalyst loading 
were melt-extruded at a thickness of approximately 200 µm at a variety of photoinitiator 
contents. These blends were exposed to UV for 96 minutes before oxygen permeation 
tests at an upstream pressure of 20 psi at 35 °C. Figure 6.4 shows that the cumulative 
amount of permeate, 𝑄𝑡, gradually increased with time. While there is no clear trend, the 




Figure 6.4:  Effect of PI% on cumulative permeate 𝑄𝑡 of reactive blend films loaded 
with 10% SBS at 2,666 ppm that was exposed to UV for 96 minutes.  
 
Figure 6.5 recasts the data of Figure 6.4 in terms of flux. Initially, fluxes were low 
due to active scavenging and gradually increased in value due to diminishing oxidation 
activity before reaching steady state, which suggests that all reactive sites had been 
exhausted. The sample with 3% PI loading was found to exhibit the greatest scavenging 
activity, suppressing oxygen flux at early times relative to other PI loadings. Because no 
benefit of increasing PI loading to 6% was realized, it is possible that there is a solubility 
limit between 3 and 6% PI loading. Above that limit, additional PI loading would not 
improve scavenging behavior.  
Note that the photoinitiator was first solution cast with the SBS, which was 
subsequently melt-processed with polystyrene to form reactive blends. It is possible that, 





















leach into the polystyrene phase. Moreover, the fact that benzophenone (the 
photoinitiator) has a chemical structure that is similar to polystyrene favors this 
partitioning possibility. Also, at higher PI loading, benzophenone diradicals may be 
reduced by a self-termination step, which is a typical neutralizing step in radical 
chemistry [11]. Nonetheless, this activity identified a PI% for which reactive blend films 
show a scavenging activity that seems to suppress the oxygen flux, which is a 
characteristic of a reactive barrier material. 
 
 
Figure 6.5:  Effect of PI% on flux of reactive blend films loaded with 10% SBS at 2,666 


























6.2.4 Identifying the level of UV absorption as a function of photoinitiator content 
To identify whether it is possible for photoinitiator to leach from SBS into 
polystyrene, a simple test can be done to relate the photoinitator concentration and the 
UV intensity absorbed by the tested polystyrene films. The intensity of the UV irradiation 
produced by the UV lamp is 𝑈𝑉0; however, the intensity of UV irradiation that emerges 
from a polymer film placed in front of the UV lamp has a lower UV intensity, 𝑈𝑉𝑒𝑥𝑝. The 
absorbed UV intensity is, therefore, the difference between UV0 and UVexp, which may 
be normalized by 
 (𝑈𝑉0 − 𝑈𝑉𝑒𝑥𝑝)/𝑈𝑉0         (6.1) 
 
Four polystyrene films were melt-processed with 0, 1, 3, and 6% PI at 180 °C for 
10 minutes. In addition, a fifth polystyrene film containing 0% photoinitiator was pressed 
against an SBS film loaded with 6% PI at 180 °C for 10 minutes. This set of temperatures 
and times was the condition under which all blend films were processed, as shown in 
Chapter 5. All polystyrene films, which were about 125 µm thick, were placed at a fixed 
distance between a UV lamp and a radiometer where the UV intensity was measured. The 
normalized UV energy absorbed by each film piece is shown in Figure 6.6.  
The normalized UV energy absorbed by the polystyrene films showed a linear 
increase with increasing PI content. Neat polystyrene does not absorb UV energy at 365 
nm. However, after a neat polystyrene film was pressed against a reactive membrane 
loaded with 6% PI, the neat polystyrene apparently absorbed UV energy. Specifically, the 
UV energy absorbed by this film was similar to the absorption level shown by the 
polystyrene film loaded with 3% PI. This result suggests that some amount of 
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photoinitiator may have migrated from the SBS into the polystyrene film through direct 
contact by being pressed at an elevated temperature for an extended period of time. 
If any of the PI leaches from the reactive polymer to the matrix polymer, the 
leached PI will continue to absorb UV energy and form diradicals. However, those 
diradicals will be in the matrix polymer and cannot perform hydrogen abstraction from 
the butadiene reactive sites [7], as discussed previously in Section 2, Chapter 2. 
Therefore, the number of diradicals that can initiate oxidation in reactive blends of 
polystyrene and reactive polymers can be effectively reduced due to a reduced amount of 
PI in the reactive polymer dispersed phase. Samples with 3% PI loading seem to optimize 
oxidation performance in the current blend system. 
In this chapter, all permeation tests and simulation were performed on PS/SBS 
blends containing 2,666 ppm catalyst and 3% PI. These samples were UV irradiated for 
48 minutes to allow for higher oxygen uptake quickly. Following the analysis in Chapter 
4, the thin film kinetic model [5] was used to extract the values of the reaction rate 
constant, 𝑘𝑅, and the stoichiometric oxidation coefficient, ?̂?, to be 55  
𝑐𝑚3
𝑚𝑜𝑙𝑃𝐵∗𝑠𝑒𝑐
 and 2.1 
𝑚𝑜𝑙𝑃𝐵 𝑚𝑜𝑙𝑂2⁄ , respectively. In addition, it was also verified that melt-processed films 
with this scavenging condition have similar oxidation kinetics and capacity by the 
analysis presented in Chapter 5. 
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Figure 6.6:  The effect of photoinitiator content on absorbed UV energy. The amount of 
UV energy absorbed scales linearly with PI content, shown as filled circles. 
The empty circle is the amount of UV energy absorbed by the neat 
polystyrene film after being pressed against the reactive polymer.  
 
6.3 DEFINING TIME LAGS DUE TO SCAVENGING AND SIMULATING PRESSURE EFFECT 
ON FLUX BEHAVIOR OF REACTIVE BLEND FILMS 
6.3.1 Time lags due to scavenging 
The time lag without any scavenging, 𝜃0 = 𝐿26𝐷𝑃𝑆, was determined based on the 
experimental film thickness and the oxygen diffusion coefficient in polystyrene (𝐷𝑃𝑆 =1.4 × 10−7𝑐𝑚2/𝑠𝑒𝑐 [5]). The cumulative amount of permeate is typically plotted as a 
function of time from a permeation test result, as illustrated in Figure 6.7.  
In a dense film, the permeation behavior, which is described by the solution-
diffusion mechanism, is as follows. The total amount of permeate, 𝑄𝑡, typically 
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from this region to the time axis can be used to determine permeability and time lags 
[15,16]. In a permeation test on the same film with a capability to react with the 
permeant, time lags may become greater. Experiments [17–25] and theoretical models 
[6,26–29] have both demonstrated that the time lag, θ, associated with gas transport 
through a film can be greatly extended by incorporation of a reactive species into the 
polymeric matrix. In this case, the steady-state region would also suggest that all reactive 
sites have been exhausted, or that permeation is occurring so rapidly that the scavenging 
is not detectable. The permeability determined from the steady-state region can be readily 
estimated by Maxwell equation [30,31]. 
 
 
Figure 6.7: A schematic illustration of the method of determining time lags. Time lags 
were determined as the intercepts with the time axis with the linear 
extrapolation from steady state region of the 𝑄𝑡 versus time curve. Time lag 
is greater by scavenging due to oxidation where oxygen is immobilized, thus 
delaying the breakthrough time. The flux and permeability are proportional 
to the slopes of the 𝑄𝑡 curve. 
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The measured time lags were compared with those including scavenging, as 




= 1 + 3𝜙𝛽
𝐶𝑚(0)          (2.10) 
 




= 1 + 3𝜙𝑛0
𝜈�𝑆𝑚(0)𝑃𝑂2 → 𝜃 = 𝐿26𝐷𝑃𝑆 × �1 + 3𝜙𝑛0𝜈�𝑆𝑚(0)𝑃𝑂2�     (6.2) 
 








𝐶𝑚(0) = 𝑆𝑚(0) × 𝑃𝑂2        (6.4) 
 
Equation 6.2 implies that time lag due to scavenging is a function of reaction 
parameters such as film thickness, 𝐿, scavenger content, 𝜙, and oxygen pressure, 𝑃𝑂2. 
Values of oxygen diffusivity in the matrix polymer [5], 𝐷𝑃𝑆, solubility of oxygen in the 
matrix polymer [5], 𝑆𝑚, the reactive site molar density, 𝑛0, and the stoichiometric 
oxidation coefficient, ?̂?, were kept constant when calculating theoretical time lags. The 
values of these modeling parameters are shown in Section 4.2 in Chapter 2. 
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In this dissertation, the slopes of 𝑄𝑡 versus time curves were determined from the 
ratio of the forward running average of cumulative permeate amount and the 
experimental time. The slope values were subsequently used to determine the transient 
flux and permeability over time.  The steady-state permeability of all reactive blend films 
studied in this dissertation was in excellent agreement with those measured separately on 
fully oxidized blend films. The steady state permeability values were determined and 
agree with values predicted by the Maxwell Equation, as shown in Chapter 5. The 
experimental parameters, mathematical details, and assumptions made in calculating 
transient fluxes are described in the Appendix. The experimentally measured and 
predicted time lags, steady state fluxes, permeability, and other permeation parameters of 
all tests are shown in Table 6.1. 
 
6.3.2 Pressure effect simulation on flux behavior of PS reactive blend films 
containing SBS scavenger 
Recently much effort has gone into developing theories to predict permeation 
[6,28,32,33] and uptake [5] behavior of films containing SBS block copolymer via 
permeation and uptake  experiments. One of the benefits of developing such models is to 
provide guidance on experimental design with reasonable physical assumptions based on 
select data. Sets of analytical equations have been developed to describe the flux behavior 
of reactive blend films containing SBS scavengers [28]. Simulation of the effect of 
oxygen pressure on permeation behavior of reactive blends is shown in Figure 6.8. These 
simulated polystyrene films were 100 µm and contained 10% scavenger. The simulation 
was done using the modeling parameters and equations (Equation 2.7 – 2.12) disclosed in 




Figure 6.8: The modeled pressure effect on flux of reactive polystyrene blends of 100 
µm with 10% scavenger. The simulation at 100 psi may be measured by the 
current instrument under current experimental configuration.  
 
The flux behavior is simulated to be a function of oxidation time. Initially fluxes 
begin lower at a plateau where oxidation is occurring and rise to steady state due to 
diminishing and eventual exhaustion of the reactive sites. The simulated flux is pieced 
together by prediction, using three analytical equations [28]: plateau flux (Equation 2.7), 
intermediate flux (Equation 2.12), and steady state flux (𝐽𝑆𝑆 = 𝐷𝑚𝐶𝑚(0)/𝐿). This would 
explain the sudden change of flux leading up to the steady-state in simulation. The 
permeation simulation at 100 psi shows the highest predicted flux, and it is always 
greater than the measurement limit of current instruments (shown as a horizontal dashed 
line in Figure 6.8). Moreover, as pressure changes while the simulated flux value 



























permeation test with samples of approximately 100 µm thickness with an upstream 
oxygen pressure of 100 psi can produce measurable fluxes. 
 
6.4 CHARACTERIZING OXIDATION BEHAVIOR OF REACTIVE BLEND FILMS VIA 
PERMEATION EXPERIMENTS 
6.4.1 Effect of scavenger loading on permeation behavior of PS reactive blend 
films containing SBS scavenger 
Following the simulation guidance, reactive PS films of 100 µm in thickness 
blended with 5, 10, and 20% SBS scavenger were melt-extruded and exposed to UV 
irradiation before they were subjected to permeation tests with an upstream oxygen 
pressure of 100 psi. Figure 6.9(a) shows that the cumulative amount of permeate, 𝑄𝑡, 
increased shortly after an early time lag. Furthermore, the cumulative amounts of 
permeate as a function of SBS content were normalized by their steady state fluxes and 
time lags without any scavenger, as shown in Figure 6.9(b).  
The time lag was greater in samples with greater loading, and thus greater 
capacity, of oxygen scavenger, which was qualitatively predicted in previous 
dimensionless analysis and simulation by Ferrari [6]. The difference between 
theoretically predicted and measured time lags, as shown in Table 6.1, could be due to the 
butadiene phase morphology appearing to be not entirely spherical, possibly due to 
extensive stretching. This may affect the number density, 𝜌 = 3𝜙
4𝜋𝑅3
, of spherical particles 
as assumed in past theories [6], and thus influence the theoretical basis that predicts the 





Figure 6.9:  (a) The cumulative amount of permeate of reactive PS blends ~ 100 µm 
increased with decreasing scavenger loading. (b) Normalized cumulative 


















































The oxygen fluxes of all blends as a function of time are shown in Figure 6.10(a). 
Due to active scavenging, initial fluxes were low and then increased nonlinearly due to 
diminishing oxidation activity before reaching steady state, suggesting complete 
exhaustion of reactive sites. Furthermore, blends with higher SBS content had lower 
steady state fluxes, due to the lower permeability of fully oxidized SBS [5]. 
Overall, the fluxes are lower for samples with higher scavenger loading as they 
have a higher capacity to scavenge oxygen, and thus decrease the fluxes more effectively. 
Blend films that were loaded with greater amounts of scavenger had more reactive sites 
and, therefore, an increased capacity to scavenge oxygen. Interestingly, the flux behavior 
of the reactive blend with 10% scavenger is quite different from, and orders of magnitude 
higher than, its simulated counterpart shown earlier in Figure 6.8. The simulation shows 
an oxygen flux that is more suppressed than that shown by the experiment. Thus, the 
simulation assumes faster oxidation kinetics than that in the experiments and thus over-
predicts the oxidation performance. 
Figure 6.10(b) shows the normalized fluxes as a function of normalized time for 
several scavenger contents. Here the sample with greatest scavenger content had the 
longest time lag due to active scavenging before the flux increased and approached 
steady state. The number of reactive sites available for oxygen scavenging is proportional 
to the SBS content. Samples with lesser loading appear to become fully oxidized more 
quickly. Fluxes before time lags were no more than an order of magnitude lower than the 
steady state values; the difference between the steady state value and the transient value 
before time lags depends on the scavenging capacity. The scavenger content effect is that 
the overall number of available reactive sites controls the level of time lag extension, 




Figure 6.10:  (a) Effect of scavenger loading on flux behaviors of reactive blend films. 
Samples with greater scavenger loading show lower fluxes due to the 
intrinsically lower permeability of SBS when oxidized. (b) Normalized flux 
plots as a function of scavenger loading. The blend film with greater 



















































6.4.2 Effect of film thickness on permeation behavior of PS reactive blend films 
containing SBS scavenger  
In Figure 6.10, fluxes are shown orders of magnitude higher than the lowest 
values that can be measured by the instrument, and their values increase rather rapidly 
due to fast oxidation at high pressure. A lower upstream pressure may be used to slow the 
oxidation process. As a result, the following set of permeation experiments was 
performed with lower upstream pressure to measure the thickness effect on flux behavior.  
Polystyrene films were melt-extruded with 10% SBS scavenger to produce blend 
films of approximately 100, 200, and 275 µm in thickness. These blends were 
subsequently subjected to permeation tests with upstream pressurized at 20 psi. Figure 
6.11(a) shows that permeate volume, Qt, gradually increased with time after an early time 
lag, shown in Table 6.1. These data can also be normalized by their steady state fluxes 
and time lags without any scavenger to reveal the effect of film thickness on scavenging, 
as shown in Figure 6.11(b). While the permeate volume increased, the time lag was found 
to scale with film thickness. This relationship between film thickness and time lag has 
previously been predicted by theoretical modeling [6]. 
It has been reported that time lag is independent of the kinetics of the scavenging 
reactions and the parameters that affect the rate of reaction [6]. Therefore, time lag 
extension is a function of only the capacity to absorb oxygen, 𝜙,𝑛0, and ?̂?, as well as the 
solubility of oxygen in the matrix polymer, 𝑆𝑚, and the oxygen partial pressure, 𝑃𝑂2. 
Time lag extension is also a function of film thickness, which affects the native time lag 
without any scavenging. Similarly, the difference in experimentally measured and 
predicted time lags may be due to the imperfect spherical morphology of the butadiene 





Figure 6.11:  (a) The cumulative amount of permeate of reactive PS blends ~ 100, 200, 
and 275 µm with 10% SBS increased with decreasing film thickness. The 
thicker samples also have greater time lags. (b) Normalized  𝑄𝑡 plot reveal 
the scavenging effect as a function of film thickness. The gap seen in 275 















































Figure 6.12(a) shows the oxygen fluxes of blends as a function of time for several 
film thicknesses. Fluxes, initially low due to active scavenging, gradually increased due 
to diminishing oxidation activity over time. The normalized fluxes for films of various 
thicknesses, as shown in Figure 6.12(b), indicate that the thicker samples have greater 
time lags during active scavenging before the fluxes increase and eventually reach steady 
state.  
In general, blend films that are thicker have lower fluxes and show a slower 
response to oxidation and therefore approach steady state more slowly, as predicted in 
previous simulation work [6]. This may be due to the combined effects of a film being 
thicker (flux ~ 𝐿−1) and a higher scavenger volume that would consume more oxygen and 
thus extend the time lag longer. Since the time scale for diffusion is proportional to the 
square of film thickness, 𝐿2, but the time scale of reaction is proportional to film 
thickness, 𝐿, there should be less time for scavenging before the breakthrough of oxygen 
flux in thinner films. Consequently, diffusion is more rapid than the reaction. As a result, 






Figure 6.12:  (a) Effect of film thickness on flux behaviors of reactive blend films. 
Thicker samples have lower fluxes and greater time lags. (b) Normalized 
flux plots as a function of film thickness. The thickest sample showed the 
longest lag before approaching steady state. The gap seen in 275 µm data 

















































6.4.3 Effect of oxygen pressure on permeation behavior of PS reactive blend films 
containing SBS scavenger 
Flux behavior had been experimentally captured to demonstrate the concept of 
improving barrier properties of blends by adding scavengers to extend time lags. Because 
the oxygen partial pressure inside a food package may vary over the lifetime of the 
product, it is important to investigate the effect of oxygen partial pressure on oxygen flux 
through reactive polymer blends. To this end, polystyrene was blended with 10% SBS 
scavenger to form melt-extruded films of approximately 200 µm in thickness. These 
reactive blends were subjected to permeation tests at various differential pressures of 3, 
20, 40, 60, 80, and 100 psi.  
Figure 6.13(a) shows that the cumulative amount of permeate, Qt, increased with 
time after early time lags. In addition, the sample that was subjected to lower differential 
pressures shows lower 𝑄𝑡 overall, and the total permeate was found to increase with 
oxygen pressures. The cumulative amounts of permeate can be normalized by their 
steady state fluxes and time lags without any scavenger, resulting in non-dimensional 
quantities, as shown in Figure 6.13(b). Also shown in Figure 6.13, time lags can be 
extended 10 to more than 300 times due to oxygen scavenging compared to time lags of 
native polystyrene films with no scavenger added. The experimentally measured and 
predicted time lag values can be found in Table 6.1. This relationship has been predicted 







Figure 6.13:  (a) The cumulative amount of permeate of reactive PS blends with SBS 
increased with upstream pressure. (b) Normalized cumulative amounts of 
permeate time plots reveal the scavenging effect as a function of pressure 
















































Figure 6.14(a) shows the measured flux of all blends as a function of time for 
several different upstream pressures. Initially, fluxes were low due to active scavenging 
but increased in value due to diminishing oxidation activity before reaching steady state, 
where reactive sites have been completely exhausted. Blends that were exposed to higher 
pressure have higher transient fluxes and approach higher steady state fluxes more 
quickly than those exposed to lower pressure. The fluxes can be normalized by their 
steady state flux and are shown in Figure 6.14(b) as a function of normalized time at 
different pressures. The blend sample that was exposed to 3 psi O2 (~ 0.21 atm O2) 
showed the greatest time lag during active scavenging before the flux rose to steady state 
(see Appendix). A similar observation of plateau flux has been previously reported [6]. 
Interestingly, the shape of the normalized flux/normalized time curve changed as 
the oxygen pressure (and thus oxygen concentration) was increased. Specifically, the 
sample with the highest external oxygen pressure had the fastest rise in flux and 
approached steady state more rapidly than the other samples. These results suggest that 
the kinetics vary with oxygen pressure, and the kinetics order in the current system may 
be different from what was assumed in previous work [5,6,28].  
The qualitative shape of flux as a function of time does not resemble the 
simulation of pressure effect on flux behavior shown in Figure 6.15. While the time lag 
extension is not related to the kinetics and only to the capacity to scavenge oxygen, the 
deviation in the flux trend could be due to a deviation from the first order kinetics that 







Figure 6.14:  (a) Oxygen flux in blend films as a function of time at various oxygen 
differential pressures. (b) Normalized flux plots as a function of pressure. 
The blend film sample that was exposed to 3 psi O2 showed the longest 



















































Table 6.1:  Experimental parameters and time lags in reactive blends as a function of 












𝒄𝝁𝟐 𝒔𝒆𝒄  𝑷𝑶𝟐 Barrer θ0 hr θ hr 𝜽𝒕𝒉𝒆𝒐 Theo/ exp 
SBS % 100 100 0 1.8 3.1 0.034 0.034 0.034 1 
 100 100 5 1.7 2.9 0.034 0.4 0.6 1.5 
 100 100 10 1.3 2.6 0.034 0.8 1.2 1.4 
 100 100 20 9.3 2.3 0.034 1.2 2.3 1.9 
Thickness 20 100 10 3.0 2.8 0.034 1.4 5.6 4.0 
 20 200 10 1.5 2.9 0.14 6.5 22.6 3.5 
 20 275 10 1.1 2.9 0.26 19.0 42.6 2.2 
Pressure 3 200 10 0.27 2.8 0.14 45 149.6 3.3 
 20 200 10 1.5 2.9 0.14 6.5 22.6 3.5 
 40 200 10 2.8 2.7 0.14 5.5 11.3 2.1 
 60 200 10 4.3 2.8 0.14 2.5 7.6 3.0 
 80 200 10 5.2 2.7 0.14 1.5 5.7 3.8 
 100 200 10 7.2 2.8 0.14 1.2 4.6 3.9 
PI % 
20 
(1% PI) 200 10 1.3 2.8 0.14 18 --- --- 
 
20 
(3% PI) 200 10 1.4 2.8 0.14 25 --- --- 
 
20 






Figure 6.15: The shape of modeled pressure effect on normalized flux of reactive 
polystyrene blends of 200 µm with 10% scavenger does not resemble the 
flux behavior as an effect of pressure. The discrepancy may be due to the 
first order kinetics assumption in the current simulation models. 
 
6.4 DETERMINING THE ORDER OF SBS OXIDATION KINETICS VIA UPTAKE 
EXPERIMENTS AT VARIOUS PRESSURES 
To determine the reaction order, the effect of changing oxygen partial pressure on 
the oxidation rate must first be determined. Results from uptake experiments where the 
pressure is varied can be used to determine the kinetics order. Therefore reactive films of 
pure SBS films of approximately 100 µm were solution cast and allowed to oxidize at 35 
°C at four different pressures – 3, 20, 60, and 100 psi O2. While the oxygen uptake of the 
sample exposed to 3 psi O2 was tracked by weight changes in air, the samples that were 






























suspension balance, following the procedure previously described in section 2.6, Chapter 
3. Figure 6.16 shows the oxidation kinetics of SBS films determined from uptake 
experiments where pressure was varied. 
In general, all samples demonstrated similar oxygen uptake trends with time. The 
initial mass uptake increases rapidly and begins to slow at later times. The decrease in 
rate of mass uptake at long oxidation time suggests that oxidation may become limited by 
the diffusion. This is well documented and has been shown previously [5,34–36]. 
Furthermore, oxygen uptake was found to scale with the oxygen pressure; the sample that 
was exposed to the highest oxygen pressure at 100 psi was found to have the greatest 
oxygen uptake of all samples. 
 
 
Figure 6.16: Oxygen uptake of SBS films was monitored with time at different pressures. 
The sample exposed to the highest pressure has the greatest oxygen uptake 

































For an oxidative reaction, the reaction rate 𝑟 at time 𝑡 is experimentally found to 
be related to the oxygen concentration, 𝐶, present at that time and may be expressed by 
 
𝑟 = 𝑘𝐶𝑛          (6.2) 
 
where the proportionality constant 𝑘 is the rate constant and 𝑛 is the order of the reaction 
with respect to the oxygen concentration present. 
The rate of oxidation, 𝑟, can be approximated from the slopes in the early time 
region. The approximation was done using data points within the first 5 hours, where 
mass uptake occurs quickly and oxidation is controlled by kinetics. The reaction order 
can be determined by taking the ratio of the rates of oxidation obtained in uptake 
experiments where pressure is varied. Consequently, the reaction order n can be 








→ 𝑛 = log (𝑟2𝑟1)
log (𝑃2
𝑃1
)        (6.3) 
 
where 𝑟1 and 𝑟2 is the rate of oxidation of two different experiments where pressure is 
varied to 𝑝1 and 𝑝2, respectively. The approximated rates of oxidation and the reaction 








Table 6.2: The rate of oxidation at early times at various pressures can be used to 
determine the order of reaction  
Oxygen pressure 
psi 
Rate of oxidation 𝒓 
 𝒈𝒓𝒂𝝁 𝒐𝒇 𝒐𝒙𝒚𝒈𝒆𝒏
𝟏𝟎𝟎 𝒈𝒓𝒂𝝁 𝒐𝒇 𝒑𝒐𝒍𝒚𝝁𝒆𝒓 × 𝒅𝒂𝒚 
Reaction order 𝒏 
N/A 
3 6.4 --- 
20 14.7 0.65 
60 22.1 0.42 
100 32.8 0.45 
 
The rates of oxidation increase with increasing oxygen pressure; however, the 
ratio in rates of oxidation, 𝑟2 𝑟1⁄ , is less than the ratio of oxygen pressures, 𝑃2 𝑃1⁄ . These 
results from the uptake experiment performed at various pressures confirmed that the 
reaction may indeed be of a kinetics order that is less than unity, which is different from 
the linear, first order reaction assumption made in previous work [5,6,28]. A reaction can 
have different orders, and kinetics experiments are needed to determine the rate and its 
reaction order. The reaction order can be integers or half-integers (1/2, 3/2…) [37]. A 
reaction with lower kinetics order has slower response to oxygen concentration change, 
and when concentration is doubled, the rate of reaction is not quite doubled [37]. The fact 
that the oxidation may not follow first order kinetics suggests that experimental data may 
not be comparable with the current theoretical prediction, which assumes the kinetics to 
be first order. A kinetics order that is being assumed higher than the actual kinetics order 
found in the experiment may explain the over-prediction of oxidation performance by the 






A number of reactive blends were melt-processed and subjected to permeation 
tests to systematically evaluate the effects of pressure, film thickness, and scavenger and 
photoinitiator contents on their oxidation behavior. These reactive blends used the 
scavenging conditions that had been verified to give optimum flux behavior. The 
permeation results were shown, and the time lag extension was experimentally measured 
and compared with theoretical prediction. 
 The permeation behavior was related to scavenger loading and film thickness. 
The flux behavior of samples with greater SBS content, as well as greater in thickness, 
exhibited a longer time lag before reaching steady state. The fact that time lag extension 
scales with scavenger loading and film thickness is in agreement with theoretical 
predictions that the time lag extension should depend only on the capacity to absorb 
oxygen, and not the kinetics and other parameters that may affect the rate of reaction.  
The upstream pressure appears to have a profound effect on flux behavior, which 
shows that the flux trend changes non-linearly with pressure. The sample that was 
subjected to very low pressure has the longest lag before rising and approaching steady 
state value. The time lags increase with decreasing pressure, which had been predicted 
qualitatively. The difference between the measured and predicted values may be due to 
the reactive phase morphology not appearing to be entirely spherical, which is part of the 
theoretical assumption. 
The flux trends that increase nonlinearly as a function of pressure may be due to 
the actual order of kinetics, which deviates from the unity that is assumed in current 
theories. Moreover, uptake experiments where pressure is varied have verified that the 




the flux trend does not respond linearly as a function of pressure, as well as the 
theoretical over-predictions of the flux behavior of reactive blend films.  
This work has tested and verified the concept of improving barrier properties and 
extending time lags by blending active oxygen scavenger to a traditional packaging 
material. Time lag can be extended by orders of magnitude before reaching steady state. 
The experimental time lag extension was shown to depend only on the capacity to absorb 
oxygen. Moreover, the effect of several useful parameters on time lags followed the trend 
predicted by current theories, despite slight differences in values due to imperfect 
spherical morphology of the butadiene phase in the blends. This work validates the 
fundamental principles of incorporating oxygen scavengers into a polymer matrix to 
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Chapter 7: Conclusions and Recommendations 
 
7.1 CONCLUSIONS 
This dissertation explored the oxidation behavior of reactive membranes 
containing styrene-butadiene-styrene (SBS) block copolymer in a polystyrene matrix. 
Similar to 1,4 polybutadiene (PB) [1–4], SBS is a type of butadiene-containing polymer 
that is of potential use as an oxygen scavenging polymer (OSP) for barrier applications 
[5]. The fundamental effects of parameters in these applications, such as reaction rate 
constants, stoichiometric oxidation coefficients, and time lag extension due to 
scavenging, were discussed and compared to theoretical models [6,7]. SBS block 
copolymer was readily and irreversibly oxidized when catalyzed by a transition metal, 
and the oxidation performance was monitored by uptake and permeation experiments. 
The results from this work show that the scavenging behavior of films containing SBS is 
a function of catalyst concentration, film thickness, oxygen pressure, SBS scavenger 
content, and photoinitiator (PI) content.   
To evaluate their use in such applications, oxygen uptake was measured for 
solution-cast films made of Kraton D1102 SBS with four cobalt catalyst loadings over a 
wide range of thicknesses. Oxygen mass uptake was monitored as a function of oxidation 
time to understand the oxidation kinetics and the oxygen uptake capacities of reactive 
films, and these results were shown in Chapter 4. Oxygen uptake of thin films collapsed 
into a single curve that approached a constant extent of oxidation, while thicker films 
exhibited uptake that strongly depended on thicknesses. Moreover, a plot on log-log 
coordinates suggested that oxygen uptake approached a √𝑡 regime that is different from 




explained by the fact that the oxygen uptake was kinetically limited for thin films, while 
diffusion controls the uptake at long times for thick films. 
A thin film kinetic model was developed to extract the reaction rate parameters 
and stoichiometric oxidation coefficients that describe oxygen uptake in the absence of 
diffusion limitation. Both reaction parameters were found to scale with catalyst loading. 
An approximate moving-boundary model was developed to describe thick film oxidation 
behavior at long times and was found to be in semi-quantitative agreement with the 
measured uptake. Reaction kinetics of polymer films made of SBS block copolymer were 
understood via a combination of experimental and theoretical efforts. 
Oxidation leads to the formation of a growing crust layer at the film’s outer 
surfaces. Energy dispersive spectroscopy (EDS) elemental analysis shows an 
accumulation of oxygen–containing functional groups at film surfaces. The thickness of 
the oxidized region at long oxidation times was called the critical thickness Lc and had 
different values in experiments where catalyst loadings were varied. Thin films (i.e., 
𝐿 ≤ 2𝐿𝑐) oxidize fully and homogeneously, whereas heterogeneous oxidation typically 
occurs in thicker films (i.e., 𝐿 > 2𝐿𝑐). 
Uptake data from thin and thick reactive films at long oxidation times were 
plotted against inverse film thickness and used to estimate the value of critical thickness. 
The value of critical thickness was measured on the scanning electron microscopic 
(SEM) image of an oxidized SBS film cross section and pointed to values similar to those 
determined via mass uptake experiments. This is a well-documented phenomenon and 
characteristic of a diffusion-controlled mechanism. 
Gas permeabilities of fully oxidized thin films were two orders of magnitude 




oxidized polymer was higher than in the unoxidized polymer by a factor of two, the 
oxygen diffusivity of the fully oxidized polymer was 2 – 3 orders of magnitude lower 
than that of the unoxidized polymer. The film density was found to increase as a result of 
oxidation, and the increase in film density may contribute to the decrease in free volume 
that reduces diffusivity. These findings are similar to those previously reported for 
oxidation kinetics studies on 1,4-polybutadiene. 
Ultimately, these active scavenging components must be combined with 
rheologically compatible, conventional packaging material, such as polystyrene, via melt-
processing. Films of SBS block copolymer were melt-processed using a set of previously 
identified processing conditions. The oxidation kinetics of these melt-processed SBS 
films were monitored by uptake experiments and were found to depend on film thickness. 
The slope and intercept values of the oxygen uptake data at long oxidation times were 
compared with those prepared by solution casting. These values were comparable, 
suggesting that the processed films have the same level of oxygen scavenging capability 
as those films prepared by solution casting. 
Reactive polystyrene blend films containing SBS were prepared and allowed to 
oxidize. Transmission electron microscopic (TEM) images of a blend film containing 
20% SBS suggested that the butadiene phase had a morphology that was not entirely 
spherical. DSC thermograms showed the Tg disappearance of the butadiene phase 
signaling the exhaustion of the reactive sites due to oxidation. The oxidized blend film 
density scaled with the SBS content and approached the density of fully oxidized SBS. 
The steady-state permeabilities of unoxidized and oxidized blend films were 
characterized and found to be in qualitative agreement with those estimated by the 




The transient scavenging kinetics of reactive blend films were monitored in a way 
similar to those of the pure SBS films. The formation of the master kinetics curve 
prepared by normalizing the uptake data of reactive blend films with the infinite oxygen 
uptake proportional to the SBS composition validates the blending technique. It was 
shown that the slopes and intercepts of the uptake data at long oxidation times scale with 
the SBS loading and approach those of pure Kraton SBS prepared by either solution 
casting or melt processing. The fact that the long time kinetics of processed SBS are the 
same as those of solution cast SBS confirms that appropriate melt-processing conditions 
had indeed been identified to allow retention of desirable oxidation kinetics and oxygen 
uptake capacity of the oxygen scavenging blend films containing SBS block copolymers. 
The conditions for producing melt-processed reactive films that have the same oxidation 
kinetics as the solution cast counterparts were discussed in Chapter 5. 
The oxidation behavior of reactive polystyrene films blended with the SBS 
scavenger was also characterized via permeation experiments. The cumulative amount of 
permeate and permeate fluxes were monitored and analyzed in experiments that 
investigated the effects of film thickness, scavenger content, and oxygen pressure on 
oxidation kinetics. Time lags were determined from the time intercepts by linear 
extrapolation from the steady state region of the cumulative permeate. Time lags were 
generally found, in both experimental measurement and theoretical prediction, to be 
extended by 1 to 2 orders of magnitude due to scavenging. The differences between 
theoretically predicted and experimentally measured time lags could be due to a number 
of assumptions in the model that do not precisely match the experimental situation; e.g., 




The fluxes were found to depend on the tested variables. The flux of the thickest 
sample had a time lag that was longer than that of other thinner samples. The flux of the 
blend with highest SBS loading was shown to have the longest lag due to its greater 
oxygen scavenging capacity. Similarly, the sample that was charged with the lowest 
upstream pressure showed a long flux plateau before its flux increased due to diminishing 
oxidation activity, with the flux eventually approaching steady state. The shape of the 
flux/time relationship where pressure is varied appeared to be different from the 
theoretical simulation. This effect was explained by the existence of a non-linear order of 
kinetics. The results from uptake experiments where pressure is varied suggest and 
confirm that kinetics order may not be first order. Overall, a fundamental understanding 
of the relationship between useful permeation parameters of reactive blend films and time 
lag extension was discussed, and the concept of improving barrier properties by 
incorporating oxygen scavenging polymers to extend the time lag was verified in Chapter 
6.  
 
7.2 RECOMMENDATIONS FOR FUTURE WORK 
Polystyrene films blended with a particular type of oxygen scavenger have shown 
a capacity to improve barrier properties by extending oxygen permeation time lag due to 
oxidative reaction. The oxygen scavenging system, which includes styrene-butadiene-
styrene block copolymer, metal catalyst, and photoinitator, was melt-extruded to produce 
reactive blends that could oxidize after UV initiation. By means of oxidation, these 
reactive films can have oxygen uptakes several orders of magnitude higher than the 




It would be worthwhile to investigate the effect of stoichiometric oxidation 
coefficient ?̂? on time lag extension, since it is a parameter that is previously predicted to 
have an inverse effect on time lag extension, as shown in equation 6.2 in Chapter 6 [6]. 
Currently, ?̂? seems to only differ by 10 – 20 % which suggests that the stoichiometric 
oxidation coefficient may be an intrinsic property that is specific to the reactive phase in 
the polymer. As a result, a different polymer may need to be identified to investigate the 
?̂? effect on time lag, while keeping constant the values of other parameters relating with 
oxidation.  
The scavenging performance was found to depend on the UV exposure time. 
Since the effect of UV exposure is largely on the formation of the photoinitator diradical 
that initiates oxidation, the level of UV exposure time may be related to the 
stoichiometric oxidation coefficient ν�. A systematic study on UV exposure at greater 
intensity and/or longer time would be beneficial to explore the relationship between UV, 
?̂?, and oxidation behavior.  
When working with SBS oxygen scavenger in future efforts, one may need to first 
determine the actual order of the kinetics of the scavenging reaction. The uptake 
experiment where oxygen pressure was varied was performed on thick films where 
oxidation would become diffusion limited at long times. It would be worthwhile to 
perform uptake tests in which pressure is varied on thin films, where oxidation is 
kinetically controlled throughout the entire course of the experiment. The results of these 
thin film uptake experiments would identify the actual kinetics order of oxidation. 
Furthermore, these reaction parameters extracted by the thin film kinetic model at 
varying pressures would be better suited to describing the oxidation behavior in 




The existing theories that describe the permeation and uptake behavior of reactive 
films of SBS block copolymer would need to be modified based on the identified order of 
the kinetics to more accurately describe the oxidation performance of scavengers in 
various complex structures – homogeneous, blend, and multi-layered systems. Although 
changing the reaction term in the current theoretical basis may require a non-linear 
kinetic solution that can complicate modeling, it may bring better and closer theoretical 
agreement to experimental measurement. 
While most scavenging work has been done on blend systems [5–12], 
incorporating SBS oxygen scavengers in layered films through coextrusion [13], as 
shown in Figure 7.1, may greatly improve transient oxygen barrier properties while 
retaining the flexibility of packaging materials like polystyrene or PET. Recently an 
enabling technology has been made available at Case Western Reserve University, where 
a coextrusion process consisting of multiple extruders and multi-layering blocks is 




Figure 7.1:  Reproduction of Figure 1.2. A coextruder with an assembly of layering dies 





Previously, it was demonstrated theoretically that multilayer films will outperform 
blends if the diffusion coefficient of the reactive polymer is smaller than that of the 
polymer matrix [14,15]. Therefore, it may be important to continue to use the same 
polystyrene matrix to standardize the film composition while producing a system of 
multilayers, in order to allow direct comparison of their oxidation performance with the 
reactive blends. 
On the other hand, the polystyrene matrix used in these experiments is more 
permeable than Polyethylene terephthalate (PET), which is used in many packaging 
applications. Since the less-permeable PET is often the preferred packaging material 
when exceptional barrier properties are needed, it would be interesting to examine the 
oxidation performance of reactive blends having a PET matrix. Previously an effective 
Damköhler expression was developed to relate the time scales of diffusion and reaction 
for the reactive blend (𝐷𝑎𝑏 = 𝜙𝐿2 𝐷𝑚𝜏𝐻⁄ ) [7]. For the case where scavenger loading, 𝜙, 
film thickness, 𝐿, solubility partition coefficient 𝐻, and characteristic reaction time, 𝜏, are 
fixed, the Damköhler number is greater when the matrix polymer has a lower oxygen 
diffusivity, 𝐷𝑚. Thus, the probability becomes greater for oxygen to react with the 
oxidative sites in the blend. As a result, reactive blends in a PET matrix would give a 
greater 𝐷𝑎𝑏 than those in a PS matrix by approximately a factor of 25; 𝐷𝑚 = 5.6 ×10−9 𝑐𝑚2 𝑠𝑒𝑐⁄  for PET [16] versus 1.4 × 10−7 𝑐𝑚2 𝑠𝑒𝑐⁄  for PS [5]. Thus, reactive PET 
blends would give greater time lag extension and possibly better early time scavenging 
than PS blends [6]. 
A different polymer – the oxidation capability of which is actively used in 
industry – can be considered for oxygen scavenging in future research. For instance, 




aforementioned coextrusion process. Using cobalt as an oxidation catalyst, MXD-6 reacts 
with oxygen through a reactive mechanism and extends time lags that can reach hundreds 
of days with no detection of oxygen transmission. This activity indicates that MXD-6 can 
improve barrier properties of packaging material by extending time lags via an oxidative 




Figure 7.2:  Ultimately, the oxygen scavenging performance of each system – 
homogeneous scavenger, reactive blends, and systems of multi-layers – 
should be compared and investigated. 
 
The reactive phase morphology depends on the structures of the polymer system 
and has been shown to influence the oxidation performance of the blends. The reactive 
phase in the blends could have a spherical morphology, whereas the reactive phase in the 
layered system may have a morphology that closely resembles a cylindrical or lamellar 




morphology effect of these structures, as well as of a multi-layered system where the 
reactive layer itself consists of the blends introduced in this work. In this structure, the 
reactive phase may appear to be spherical in a system of multiple layers of cylinders. 
Ultimately, their oxidation performance ought to be characterized via uptake and 
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Appendix: Error analysis on flux 
 
A.1 UNPHYSICAL EARLY TIME FLUX BEHAVIOR  
Transient flux can be determined by normalizing the slopes obtained from a 
permeation test, 𝑑𝑄𝑡/𝑑𝑡, from the 𝑄𝑡 plot versus time, as illustrated in Figure 6.7 
(Chapter 6). Due to initial instrumental calibration and uncertainties that may cause data 
error, an error analysis is necessary to determine the portion of the data that can represent 
the actual physics. This is especially important when evaluating transient flux behavior of 
reactive blends described in this dissertation.  
The following error analysis was performed on an example blend which was 
loaded with 6% PI in the PI content experiment. The pressure data that were used to 







Figure A.1: The raw data of the sample loaded with 6% are used to calculate 𝑄𝑡 and 
flux. 
 
The pressure time slope is determined as the ratio of the running forward average 
of pressure and time at a step size assigned to each data point. Table A.1 discloses the 
step size for each data point used in calculating slopes. For example, the pressure time 
slope at 10, 100, and 1000 seconds is determined by taking the ratio of the running 
forward average of pressure and time data in the following 40, 150, and 2000 seconds, 
respectively.  An initial small step size can ensure higher accuracy in determining slopes 
at early times, where pressure data can be sensitive to instrumental instability and initial 
noise. If a greater step size was employed, then the calculation might not fully represent 

























Table A.1:  The step size of pressure and time that is used in the running forward 
average to calculate slopes from the pressure time data. 
Sec hour Step size (sec) Sec Hour Step size (sec) 
0 0.0000 1 to 10 10 140 0.0389 140 to 350 210 
1 0.0003 1 to 15 15 160 0.0444 160 to 400 240 
2 0.0006 2 to 20 18 180 0.0500 180 to 500 320 
4 0.0011 4 to 25 21 200 0.0556 200 to 600 400 
6 0.0017 6 to 30 24 250 0.0694 250 to 700 450 
8 0.0022 8 to 40 32 300 0.0833 300 to 800 500 
10 0.0028 10 to 50 40 350 0.0972 350 to 1000 650 
15 0.0042 15 to 60 45 400 0.1111 400 to 1250 850 
20 0.0056 20 to 80 60 500 0.1389 500 to 1500 1000 
25 0.0069 25 to 100 75 600 0.1667 600 to 1750 1150 
30 0.0083 30 to 120 90 700 0.1944 700 to 2000 1300 
40 0.0111 40 to 140 100 800 0.2222 800 to 2500 1700 
50 0.0139 50 to 160 110 1000 0.2778 1000 to 3000 2000 
60 0.0167 60 to 180 120 1250 0.3472 1250 to 3500 2250 
80 0.0222 80 to 200 120 1500 0.4167 1500 to 4000 2500 
100 0.0278 100 to 250 150 1750 0.4861 1750 to 5000 3250 
120 0.0333 120 to 300 180 2000 0.5556 2000 to 6000 4000 
 
 The pressure time slope is determined from pressure data by the outlined method 
and shown in Figure A.2; this slope is simply proportional to the flux shown in Figure 6.5 
in Chapter 6. A non-physical “hump” was found at early times prior to approximately 0.1 






Figure A.2: The pressure time slope of the sample loaded with 6% is used to calculate 
𝑄𝑡 and flux. 
 
The pressure error, 𝜎𝑝, of the MKS Monometer (627A11TBC) used in all 
permeation tests was assigned by the manufacturer as 0.15% of each measured pressure 
value, 𝑝  
 
𝜎𝑝 = 0.0015 ∗ 𝑝         (A.1) 
  
The time error, 𝜎𝑡, by the instrument is assumed to be zero as the material (quartz) 
used to clock the permeation time, 𝑡, is used extensively and reliably. Figure A.3 

























average pressure difference 𝑝2 and 𝑝1 and the running average time difference 𝑡2and 𝑡1 at 













        (A.2)  
 
 
Figure A.3: Schematic illustration of determining the slope by taking the ratio of the 
running forward average of pressure and time data. The error associated 
with pressure and time is used to calculate the error in slope. 
 
The slope of the line drawn through the data points can vary according to the error 
of the pressure and time data. A propagation analysis of error based on Equation A.2 is 
used to approximate the slope error, 𝜎𝑚 
 





Since the pressure error specified by the manufacturer is 0.15% of each measured 
pressure value (Equation A.1), the slope error is simply 
 
𝜎𝑚 = �2 ∗ 0.00152∆𝑡2 = 0.00212∆𝑡         (A.4) 
 
As a result, the slope error is 0.212% of the inverse of the time size. For example, 
the error of a slope determined for a data point at 100th second is 1.41 × 10−5  𝑡𝑜𝑟𝑟
𝑠𝑒𝑐
 with a 
step size ∆𝑡 = 150. This procedure was used to determine the errors associated with all 
calculated slopes, which are shown in Figure A.4(a). In order to see how the error relates 
to the actual values, percent error was determined by taking the ratio of error and slope 
values. These values for percent error were plotted as a function of time and shown in 
Figure A.4(b). 
In Figure A.4, error is quite large for early time data. A 20% line was drawn to 
separate those data with error higher than 20%, and those high-error data were neglected. 
Only pressure time slopes with less than 20% error were used to calculate the pressure 
time slope and flux, which are shown in Figure A.5. Thus the early time flux behavior 







Figure A.4: (a) Slope errors were determined by propagation analysis for all slopes 
calculated and shown in red. The pressure time slope data are shown in 
black. (b) A line of “20% error” was drawn to separate the data with error 






















200 µm PS w/ 10% scavenger
Error bar on red


































200 µm PS w/ 10% scavenger
only data with less than 20% error








Figure A.5: (a) The pressure time slope with less than 20% error. (b) Flux calculated 























200 µm PS w/ 10% scavenger
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A.2 THE OSCILLATORY BEHAVIOR IN LOW PRESSURE PERMEATION EXPERIMENT 
The procedure to calculate the transient flux of a low pressure permeation test at 3 
psi as shown in Figure 6.14 in Chapter 6 requires a special note. The pressure data that 
was used to calculate the transient flux is shown in the following Figure A.6 
 
 
Figure A.6: The pressure data of a low permeation test at 3 psi is used to calculate 𝑄𝑡 
and flux. 
 
Following the outline method to calculate the pressure time slopes, the transient 
flux may be determined and an oscillation appeared but was not found in all other 
permeation tests, shown in Figure A.7. The oscillatory effect may be due to the very low 
pressure increase due to the low pressure nature of the experiment. All other experiments 























Figure A.7: Flux calculated from the pressure time slopes using procedure outlined 
earlier. 
 
This non-physical behavior seems to begin to diminish at about 10 – 20 hours into 
the permeation. This prompted an examination of the raw pressure time data for the first 
































































The step function type of increase found in early time pressure measurement is 
simply due to a very low permeate that can barely be detected by the pressure transducer 
used in the laboratory. Due to the low pressure nature of the experiment, the low level of 
pressure rise is physical, but the lack of a pressure transducer with a resolution high 
enough cannot resolve the physical shape of low increase in pressure at early time. This 
will not be an issue if a steady state flux or permeability is the parameter of interest, as 
the experiment can simply be allowed to run longer to collect a large enough quantity of 
data for averaging at steady state. However, in current work where transient slope and 
flux are of interest, even the small pressure increase at early time is important and 
necessary to explain the flux behavior due to oxidation. 
Since the low level of permeate increase is physical but the oscillatory effect 
continues to 20 hours or more, a simple second order polynomial regression fitting on the 
cumulate amount of permeate, 𝑄𝑡, is done and shown in Figure A.9. The transient flux 
calculated based on the second order polynomial regression fit is shown in Figure A.10. 
The second order polynomial regression fitting through the center of the oscillatory 








Figure A.9: A second order polynomial regression fitting was done to fit the step size 








































Figure A.10: The transient flux behavior calculated based on the second order polynomial 








































As a result, the transient flux of this low pressure permeation test at 3 psi is 
approximated by a second order polynomial fitting, shown in Figure 6.14 in Chapter 6. 
Figure 6.14(b) that shows the dimensionless flux is reproduced for viewing convenience. 
On the other hand, the cumulate amount of permeate, shown in Figure 6.13(b), is plotted 
using the actual experimental data. 
 
 
Figure A.11: Reproduction of Figure 6.14 (b). Normalized flux plots as a function of 
pressure. The blend film sample that was exposed to 3 psi O2 showed the 
longest plateau before it rose to the steady state value 
 
A.3 EFFECT OF SCAVENGER LOADING ON PERMEATION BEHAVIORS OF REACTIVE 
BLEND FILMS AT LOW PRESSURE 
Another polystyrene film with 20% SBS scavenger was melt-extruded to form a 



























to a permeation test at 3 psi. The data of pressure and cumulative amount of permeate, 
𝑄𝑡, of polystyrene blends with 0, 10, and 20% SBS scavengers are shown in Figure A.12. 
Note that 𝑄𝑡 and pressure data of reactive blend with 10% SBS scavenger is shown in 
this Chapter 6 and Appendix, respectively. 
In these tests, pressure and 𝑄𝑡 data of all samples increase with time while the 
blend with the highest SBS scavenger at 20% has the lowest pressure and 𝑄𝑡values more 
than 10 days of permeation test. Moreover, the pressure and 𝑄𝑡 data of the blend at 20% 
were found to be approximately 5 times smaller than those of the polystyrene blend with 
10% scavenger. The pressure time slope of the blend with 20% scavenger is determined 
to be approximately 7 − 9 × 10−7 𝑡𝑜𝑟𝑟/𝑠𝑒𝑐, which is very close to the system leak rate. 
This suggests that, by the detection limit of the permeation instrument, almost all the 
oxygen that seeks to permeate through the membrane is immobilized at the reactive sites 
via a reactive mechanism. The flux that is being measured is the flux due to the system 
leak rate. 
 Expectedly, time lag is beyond measurement up to this permeation period. The 
pressure and 𝑄𝑡 values of this test at some point will increase when the reactive sites are 
consumed and eventually reach steady state flux and permeability values of fully 
oxidized blends of 20% SBS scavenger. Ultimately, the polystyrene blend with 20% 
scavenger has shown an outstanding reactive barrier property at atmospheric pressure 







Figure A.12: The (a) pressure and (b) 𝑄𝑡 values of reactive PS blends ~ 200 µm increase 
with time but decrease with scavenger loading. These permeation tests were 


















































This exercise takes the accuracy of the manometer, i.e., 0.15%, as specified by the 
manufacturer (MKS), and determines the slope error from the pressure time data 
throughout a permeation test. This provides a conservative estimate in slope error. The 
slope is taken as the ratio of the forward running averages of pressure time data at a 
specified step size for each data point. The error propagation analysis shows that the 
slope error is inversely related with the time step size. This analysis was applied to 
identify error of all calculated slopes. 
A standard “20% error line” was drawn on the percent error plot to exclude slope 
values with errors greater than 20%, and only those slopes with less than 20% error were 
used to calculate the transient flux. The large error may be due to the instrumental 
instability at early times. In this dissertation, this method was applied to calculate fluxes 
of reactive blends, which begins low then increases due to diminishing oxidation activity, 
and approaches steady state suggesting an exhaustion of the reactive sites. 
In a special case of a low pressure experiment at 3 psi an oscillation was found in 
the first 10 – 20 hours of the test. This was because of the incremental pressure increase 
at early times that was detected by the pressure transducer as a small step-function 
increase, which forms the oscillatory behavior seen. While the small pressure increase is 
physical due to the low pressure nature of the experiment, the oscillation is not and was 
resolved by fitting a second order polynomial regression. The polynomial regression fits 
through the center of the oscillatory flux and is believed to represent the actual physics. 
Moreover, another reactive PS blend with 20% SBS scavenger was subjected to a low 




to be close to the system leak rate suggests that almost all oxygen is consumed at the 
reactive sites and no flux is measured by the detection limit. Consequently, the time lag is 
beyond measurement, and this particular blend with 20% scavenge has an outstanding 
reactive barrier property measured by permeation experiment. 
In this dissertation, this method was applied to calculate fluxes of reactive blend. 
Any non-physical behavior was examined. All fluxes shown in this dissertation were 
calculated from pressure time slopes with less than 20% error, except for the low pressure 
permeation test at 3 psi, where an oscillation was found but resolved by fitting a second 
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